@ A
1 Sklad-ok.ru

Sklad-ok.ru

C€

SYSTEM CERTIFICATE CE CERTIFICATE

QUALITY MANAGEMENT

Sklad-ok.ru



Олег
Штамп

Олег
Штамп

Олег
Штамп

Олег
Штамп

Олег
Штамп

Олег
Штамп

Олег
Штамп


-

YV ING-LIFT

Company Profile

[ Wuxi tongyang machinery technology co.,ltd is a ‘
research and development, production, sales and

service in one of the professional manufacturer.
Registered capital 18 million RMB. Our company mainly
produces drum handling equipment series, chemical
equipment series, pallet truck series, stacker series, lift
table series, forklift attachments series, logistics storage
equipment series, Our company is located in the
Beautiful shore of Tai Lake-wuxi. Since its inception in
2010, Our company has gone through three leaps of
development. From 2016 to now, Our company has
invested more than 30 million RMB in the construction of
a new production base. At present, Our company has = ' ' | —

completed construction and put into production, | S e ._m. ; . - |
o YL gam RN AT T I )

covering an area of 20,000m“and an area of nearly i | e L
At ]S i MACHINZRY TECHNOLOGY CO,LTD |

15,000m*. The annual output value has grown at an ”'”,"'”’“'fi""f'Jiil!iill:ili.'."mﬁﬂﬂl || MR
average rate of 30%. Our company's products have B

been certified by a number of international and domestic
quality certification, Our company in line with the "To
produce products to meet customer expectations and
requirements, " the purpose, adhere to the "factory
produced not only products, but more Iimportantly
reputation and quality" business philosophy, and
constantly absorb new technology, the introduction of
new equipment, so that Our company's economic
prosperity. Welcome domestic and foreign businessmen ' =%
come to our company cooperation, negotiations, Wuxi Tongyang Machinery Technology Co. , Ltd. (Wuxi |

l tourism. \ Tongyang Machinery Factory) has advanced production

equipment, mature process flow and first-class technical

e level, large-scale production, strong strength, good
' R
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reputation "tailor-made” makes your job easier.
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GLORY, £-7 fruitful

We have valued product innovation for many years
From Research and development to production, senior engineers are
personally in charge
According to the new market changes every year, many products in line
with market demand.
Through continuous efforts, we have received many honors
But we do not rejoice in it

Instead, use it as a stepping stone to higher goals
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* Our factory has passed Hpereeuay || R s
ISO9001 International Quality S
Management System Certification it b st
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T GLALITY CEMTHCATON CERTRE

% The products have passed
the National 3C authentication

% Our factory is the strength

of the domestic logistics equipment
industry manufacturers.
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WUXI TONGYANG MACHINERY TECHNOLOGY CO.,LTD

Our products advantage

» Our products run fast, durable, safe, adaptable;

» Our product appearance design is novel and beautiful, comfortable degree is
good, customer experience is good;

» We choose the product raw materials are carefully selected, in-depth processing;

» According to the actual needs, we have improved the product packaging, so that

the packaging can better reflect the product grade and brand.
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Drum Handling Equipment

| Sklad-ok.ru  sklad-ok.ru Sklad-ok.ru

Drum Handling Equipment

) 360 Degree Full Electric Counter Balance Drum Rotator ) Counter Balance Full Electric Drum Carrier

r

+ Machine design based on man-machine engineering-oriented thinking, integration ¢+ Load capacity 420kg;

of international advanced design concepts and technology, has a good safety, ¢ Imported electrical vehicle exclusive walking control system:;

operability and comfort; + Keep labor saving & high efficiency,Manned pedal can be operated by

¢ Adjustable clamping arm Is suitable for ¢230-830mm diameter drums; one people.Power drive, transport, lift and tilt 55 gallon steel & stainless drums;

¢ Drums can be rotated 360 degrees in two-way continuous;

+ Attention: This model with step-less speed requlator, high-power reversing

+ Keep labor saving & high efficiency,Manned pedal can be operated by one

people.Power drive, transport, lift and tilt 55 gallon steel & stainless drums; FRE e hyckaulic pump stations, AC power walking driving whesl;

¢ Attention: This model with step-less speed regulator, high-power reversing ¢ YL420: Electric clamping & eleclric rotating.

switch, integrated hydraulic pump stations, AC power walking driving wheel. ¢ YL420A © Manual clamping & electric rotating.

* YL420B : Electric lifting & eagle-grip gator;

* Optional remote control lifting and rotating for YL420A.Optional single and

double gator grip drum grabber for YL420B.
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YLB800 Model YL420 YL420A YL420B
Drive type 4 Electric Electric Electric
Operating type ' Standing steer type | Standing steer type | Standing steer type
Model YL800 Load capacity Kg 420 420 420
Drive type Full Electric Lifting height mm 2400 2400 2400
Qperating type Standing operation Total height mm 1920 1920 1920
Rated load capacity Kg 800 Total length mm 2840 2980 2270
Turning radius mm 1500 Total width mm 1180 1030 1030
Max. Grade ability (Fully-loaded/no-loaded) % 3/5 Turning radius mm 2150 2150 2150
Driving wheel size mm @250*80 Max. Grade ability (Fully-loaded/no-load) % 3/5 3/5 3/5
Wheel Polyurethane Driving wheel size mm @250=80 @250=80 @250x=80
Controlling type Electromagnetic braking Tire / Polyurethane Polyurethane Polyurethane
Steering type EPS|Electric Power Steering) Brake type 4 Electromagnetic braking Electromagnetic braking | Electromagnetic braking
Drive motor power kow 1.2 Drive motor power kw 12 1.2 12
Lifting motor power kw 2.2 Lifting motor power kw 22 2.2 g2
Noise level db(A) <70 Noise level db(A) <70 <70 <70
Battery voltage/capacity VIAh 24/210 Battery voltage/capacity VIAh 24/210 24/210 24/210
Charger VIA 24/30 Charger VIA 24/30 24/30 24/30
MNet weight kg 1190 MNet weight kg 1100 1050 990
Rotating range . 360 YL800 Drum rotating range ; 135 135 / YL420B

B Sklad-ok.ru
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Drum Handling Equipment

» Full Electric Drum Handling Equipment

+ Load capacity 600kg;
+ Imported electrical vehicle exclusive walking control system;
+ Keep labor saving & high efficiency,Manned pedal can be operated by
one people.Power drive, transport, lift and tilt 55 gallon steel & stainless drums;
+ Aftention: This model with step-less speed regulator, high-power reversing
switch, integrated hydraulic pump stations, AC power walking driving wheel;
¢ YL600: Electric clamping & electric rotating.

*+ YL600A: Manual clamping & electric rotating.

+ YLG0OB : Electric lifting & eagle-grip gator.

+ Optional remote control lifting and rotating for YLG0OA.

Optional single and double gator grip drum grabber for YLG0O0B.

1? - cﬁ
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YL600
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Drum Handling Equipment

* Max.Load capacity 650kg;

+ Imported electrical vehicle exclusive walking control system;

+ Keep labor saving & high efficiency,Manned pedal can be operated by one people.

Sklad-ok.ru

) Counter Balance Full Electric Drum Carrier

Power drive, transport, lift and tilt 55 gallon steel & stainless drums;

+ Attention: This model with step-less speed regulator,

high-power reversing switch,

integrated hydraulic pump stations, AC power walking driving wheel;

¢ YL650A:Manual clamping & electric rotating;

+ YL650A-1:Manual clamping, electric rotating & weighing scale;

* YL650B:Gator grip drum grabber & electric lifting;

+« Optional remote control lifting and rotating for YL650A,;

Optional Single and Double Gator grip drum grabber is for YL650B.

[T T T
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YLG00A YLG00B
Model YL600 YLG00A YLE00B
Drive type / Electric Electric Electric
Operating type / Standing steer type Standing steer type Standing steer type
Load capacity kg 600 600 600
Lifting height mm 2400 2400 2400
Total height T 1870 1870 1870
Total length mim 2290 2360 2050
Total width mm 1180 1030 980
Turning radius mm 1840 1910 1710
Max. Grade ability (Fully-loaded/no-load) % 3/5 3/5 3/5
Driving wheel size mm @250=80 @250=80 @250x80
Tire /! Polyurethane Polyurethane Polyurethane
Brake type / Electromagnetic braking Electromagnetic braking Electromagnetic braking
Drive motor power kow 1.2 1.2 1.2
Lifting motor power kw 2.2 2.2 2.2
Moise level dbi(A) <70 <70 <70
Charger VIA 24/30 24/30 24/30
Battery voltage/capacity V/IAh 24210 24/210 24210
Net weight kg 890 692 635
Drum rotating range y 135 360 /

Sklad-ok.ru

YLE50A YL650B YLE650B YLES0B
Model YLG650A YLE650A-1(with scale) YL650B
Drive type / Battery Battery Battery
Operating type d: Pedestrian Pedestrian Pedestrian
Rated load capacity kg 650 650 650
Lifting height mm 2400 2400 2400
Overall height mm 1860 1860 1850
Overall length mm 1960 1960 1450
Overall width mm 1006 1006 865
Turning radius mm 1650 1650 1650
Max. Grade ability (Fully-loaded/no-loaded) % 3/5 3/5 3/5
Driving wheel size mm @250=80 B250%80 @250=80
Wheel i Polyurethane Polyurethane Polyurethane
Braking type 4 Electromagnetic Electromagnetic Electromagnetic
Drive motor power kw 1.2 1.2 1.2
Lifting motor power Kw 2.2 2.2 2.2
Noise level db(A) <70 <70 <70
Battery voltage/capacity ViIA 24/30 24/30 24/30
Charger ViAh 24120 24/120 24120
Net weight kg 218 525 470
Drum rotating range g 360 360 /

Sklad-ok.ru
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Drum Handling Equipment
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Drum Handling Equipment

» Electric Drum Dumpers } Power-Propelled Drum Racker

+ With high quality hydraulic pump station and VARTA maintenance-free battery; #+ To rack your 55-gallon steel or plastic drum with bottom rim up to 1250mm;

+ Can realize electric lift and electric rotation; + Electric clamping and hydraulic rotation;

+ Provide controlled dispensing of your drum; + Lift an upright drum & place in horizontal position on & off racks, pallets, trucks;

+ Lift, move, stack, tilt & drain your 55-gallon steel drum & 210L plastic drum.
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YL300
Model YL300 Pump station power Kw/h 0.8
Load capacity kg 300 Battery Ah/V 100AHM 2V
Wheel size mim 150x50 Lifting height mm 2000 (upright drum) / 2090{horizontal drum)
Inside/Outside width of Support leg mm 760/940 Lifting speed mimy's 120
Turning radius mm 1750 Acceptable drum size mm 570-600
Overall size mm 1560x1040x=1470 Met weight kg 223.2

YL300

Sklad-ok.ru

YL300

YL300

YL350

YL350

Model YL350

Load capacity kg 350

Wheel size mim 80x55 (Front)/150=50 (Rear)
Inside/Outside width of Support leg mm 640 (inside) / 800 (outside)
Turning radius rim 1280

Pump station power Kw/h 1.6

Batter AhfV 120Ah/12V

Lifting height mm 1250(upright drum) / 2000(horizontal drum)
Lifting speed mm/s 120

Acceptable drum type mm 55 gallon drum
Overall size mm 1280=800x=2200

Net weight kg 410

Sklad-ok.ru E=SSS
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YL350
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Drum Handling Equipment Drum Handling Equipment

» Portable Drum Dumpers } 2300mm Lifting Height Drum Rotator With Two Stages

¢ 45°degree tilt angle + Load capacity 450ka; | F
+ Rotary switch control to power chute up + High quality hydraulic power unit & maintenance-free battery; AL i
+ Gravity down system with adjustable flow control to safely lower chute; + Anchor ear is for steel drums & plastic drums; Eagle-grip structure for steel drums; | i! |Ii!
+ Heavy-gauge carbon steel construction with enamel finish; ¢ Applicable to transport ,stack ,pour and other use for liquid ,such as chemical, food | _ |}
¢ Adopt integrated hydraulic pump stations and high quality hydraulic oil cylinder; workshop, dyes, coatings, adhesives, oil, cooking oil and so on; !l 1“
¢ Equipped VARTA maintenance-free battery; + Combined Eagle-grip and Anchor ear structure, drums can be electric lifted &rotated !i “.
+ Optional AC power, fuRgine. :E ,'F:i

3 L

+ Suitable for dumping all kinds of drums: *+ Y1L450-1 :Kinds of scale can be chosen, accuracy up to +3%-

+ Portable units have two rigid and two swivel casters with floor lock screws;

Adjustable hold-downs keep container from shifting.

2300
2380

1880

1280 340

YL400 YL400 YL400

YL450 YL450-1
Rated load capacity kg 400
Dumping height mm 1500 Model YL450 YL450-1(with scale)
Turning radius mm 1600 Load capacity kg 450 450
Wheel dimension mim @150=50 @125x50 Net weight kg 354 382
Wheel material /! polyurethane Wheel Dimension mm @80x55 / 150=50 @80x55 / 150=50
Pump station power kw./h 1.6 Turning Radius mm 1620 1620
Battery data v/Ah 12/120 Pump Unit Power KW/h 1.6 1.6
Net weight kg 307 Battery Ah/V 120112 120/12
Rotating angle ’ 120 YL400 Lifting Speed mm/s 120 120

Sklad-ok.ru sklad-ok.ru
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Drum Handling Equipment

» Semi Electric Drum Lifter Cum Tilter

*
4
+
L 4
$

L 4

*

2080
1500
1580

Load capacity 520kg;

High quality hydraulic power unit and maintenance-free battery;
Special rolling technology of C-type frame has a strong security;

Combined Eagle-grip and Anchor ear structure is suitable for steel drums & plastic drums;

YL520 & YL520-1 :

Electric lifting & electric rotating;

YL520A & YL520A-1:Electric lifting & manual rotating;

YL520-1 & YL520A-1 : Kinds of scales can be chosen, accuracy up to £3%o

1230 390
470

880

YL520

YL520 YL520-1
Model YL520 YL520-1(with scale) YL520A YL520A-1(with scale)
Load capacity kg 520 520 520 520
MNet weight kg 280 308 269 274
Wheel Dimension (Front / Rear) mim @80x55 / 150=50 @80=55 / 150=50 @80x=55 / 150x50 @80=55 / 150=50
Turning Radius mm 1620 1620 1620 1620
Pump Unit Power KW/h 16 1.6 1.6 1.6
Battery Ah/V 120/12 120/12 120/12 120/12
Lifting Speed mm/s 120 120 120 120

= Sklad-ok.ru
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Drum Handling Equipment

} Pneumatic Lifting And Rotating Drum Rotator

* &+ + » »

Load capacity:300kg;

steel drums & 200L plastic rimmed drums.

Drums can be pneumatically rotated 180 degree & keep at any angle;

Keep labor saving & high efficiency,this model is suitable for lifting, transporting,

Combined gator grip grabber and anchor ear structure together is suitable for 55 gallon

stacking and dumping drums in chemical factory,food processing workshop and warehouse.

*

DA300:Pneumatic lifting & pneumatic rotating;

+ DA300A:Pneumatic lifting & manual rotating;

+ DAS00A:Pneumatic lifting & manual rotating;

DA300

Model DA300 DA300A
Capacity kg 300 300
Net weight kg 268 247
Wheel size mm &150=50 @150%50

Technical Data of Pneumatic Lifting Motor:

sklad-ok.ru |

DA300

P:.’E s;_is.r?re Rﬁ‘;ﬂ%ﬁé";ﬂrﬁt Torgue at{p.lilgnl'?sl power Magtr..l I:?}rqua ﬁ“ﬁi?ﬁﬂ?ﬁ:&;ﬁﬁ Gas E?BESLJ} mption
4 0.6 2550 g | 3.5 255 20
5 0.8 2750 29 4.4 275 26
6 1.1 2900 3.5 53 290 31
7 1.3 3000 4.1 6.3 300 36

Technical Data of Pneumatic rotating motor:

Pressure Rotating speed at Torque at highest r Max. torque Rotating speed at Gas consumption
(Bar) i . {N'ﬁ-.:l - {Nm]q e cusé} :
4 0.37 85 41 63 255 20
5 0.5 90 52 79 275 26
6 0.68 96 63 95 290 31
T 0.8 100 73.8 113 300 36

Sklad-ok.ru
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ONE-STOP HANDLING BQUIPMENT SoLUTIoNs & sERY - Sklad-ok.ru
Drum Handling Equipment

Sklad-oK.ru  mop maNnLING BQUIPMENT SOLUTIONS & SERVICES
Drum Handling Equipment

} Electric Hydraulic Lifting And Lowering V-shaped Drum Lift } Counter Balance Electric Drum Stacker

Load capacity 300kg; * Counter balance design without front supporting leg, thus to provide enough room for loading and

Power lift, transport, rotate & dump drums; unloading drums;

# Suitable for close top, steel drum and plastic drums;

Combined Eagle-grip and anchor ear structure is suitable for steel & plastic drums; e simiacket o ensure handling drums upright;

*

4

+ V-shaped basic of the equipment can raise & place a drum from the corners of a pallet ;
£

+ Drums can be electric rotated 180 degree & keep at any angle;

&

DTF300-1:Kinds of scales can be chosen, accuracy up to +3%e

E " H ._T
#:: EEEEEEEE 4
I TLTTTELITR "i?
= :H?L E % G
EE h EEEEEEEE =L—
: i . F
— .!—I %
. <
o 2 ¥ 1280 540
- 1 Model DT280
' © . Load capacity kg 289
53125 S Net weight kg 270
1125 54t Wheel size(Front/Rear) mm @125x50 /| @150=50
2 Overall size mm 1300%810x1880
Turning radius mm 1820
Pump station power Kw/h 1.6
I Battery Ah/V 120/12
' Lifting height mm 1100
DTE300 Lifting speed mm/s 120
Sl

+ Optional Single (Double) Gator Grip grabs.

3=75

P V-shaped Base Semi Electric Drum Stacker

¢ Automatic Gator grip grab suitable for steel & plastic rimmed drums;

DTF300 + The surface with RAL1028 yellow powder coat;
+ Suitable for electric transporting drums on & off pallets;
+ Optional Single (Double) Gator Grip grabs.
Model DTF300 DTF300-1(with scale)
Net weight kg 224 249 Load capacity kg 300
Lifting height mm 1100 1100 Net weight kg 178
Lifting speed mm/s 80 80 Wheel size(Front/Rear) mm @150=50 / @125x50
Pouring height mm 1250 1250 Overall size mm 1500%1350=1870
Caster wheel ( Front/Rear) mm @150x50 / @125x50 @150x=50 / @125=50 Turning radius mm 1230
Overall size mm 1500x1380x1880 1500=1380=1880 Pump station power Kwih 0.8
Turning radius mm 1590 1590 Battery Ah/V 100/12
Pump station power kw/h 0.8 0.8 Lifting height mm 1100
Battery vIAh 12/100 12/100 Lifting speed mm/s 80 DT300

Sklad-ok.ru

Sklad-ok.ru
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Drum Handling Equipment

» Semi-electric Drum Stacker

*
4
+
L 4
L 4

Load capacity 500kg;
Eagle-grip structure is suitable for transporting & lifting the upright drums and barrels quickly;

Special rolling technology of C-type frame has a strong security;

DT500-1:Kinds of scales can be chosen, accuracy up to +3%o;

Optional Single (Double) Gator Grip grabs.

o
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2080
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1450

DTS00

DT500 DTS00-1 DT500-1
Model DTS00 DT500-1(with scale)
Load capacity kg 500 500
Net weight kg 226 254
Wheel Dimension (Front / Rear) mm @80=55 [ @150x50 @80x55 / @150=50
Inner/Quter Width of Front Leg mm 630/810 630/810
Turning Radius mm 1430 1450
Pump Unit Power KW/h 16 1.6
Battery Parameter Ah/V 120/12 120/12
Lifting Height mm 1450 1450
Lifting Speed mm/s 120 120

Sklad-ok.ru

Drum Handling Equipment

p Hydraulic Drum Carrier , Scale Model

4
*
-
.
.
@
Exy
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1380
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600
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=

DTF450A-1

DTF450A is suitable for using in narrow space;

DTF450B and DTF450C are suitable for placing drums on & off pallets;

Different Eagle-grips according to different drums.

Ergonomic solution for lifting , transporting and weighting drums;

DTF450A

Eagle-grip structure is suitable for 55 gallon steel drums and 200L rimmed plastic drums;

DTF450A-1/DTF450B-1/DTF450C-1 : Kinds of scales can be chosen, accuracy up to £3%e

Bl

ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV - Skelad-ok . ru

DTF450A-1

TS

L8R0
|

/

%2

1100

=

Lo20

40

DTF450B DTF450B-1 DTF450C
DTF450A DTF450A-1(with scale) DTF450B DTF450B-1(with scale) DTF450C DTF450C-1(with scale)
Load capacity kg 450 450 450 450 450 450
MNet weight kg 114 132 114 136 121 145
Wheel Dimension mm | @3150=50 / @125x50 | @150x50 / @125x50 | @150=50 / @125x50 | @150x50 / @125x50 | @150=50 [ @125x50 | @150=x50 / @125x50

Sklad-ok.ru
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Drum Handling Equipment Drum Handling Equipment

» Multifunctional Drum Dumpers } Economic Oil Drum Trolley

Combined Eagle-grip structure and Anchor ear structure together; Eagle-grip structure, and brake castor;

Lifting , transporting ,stacking and weighting 55 gallon steel drums and 200L rimmed plastic drums; Less lifting force by a reliable hydraulic pump;

Easier moving with two big size rollers and one caster wheel;

Simple-and -light-structure design, easy to operate and saves effort;

%

L 4

+ Special rolling technology of C-type frame has a strong security;

¢ Drums can be Manually hand rotated 180 degree & keep at any angle;
@

DA450-1:Kinds of scales can be chosen, accuracy up to +3%s. Excellent-quality oil cylinder with high lifting speed;

Maximum lifting height: 200mm;

Automatic clamping tight the oil drum during lifting which is safety and reliable;

» & & & &+ & + »

When lifting, the clamps can achieve self-picking and locking; and when putting
drum down, it can be unlocked:

+ Ergonomic solution for lifting, transporting and placing 55 gallon rimmed steel drums
and 200L rimmed plastic drums on spill or standard pallet;

+ Applicable for chemical plants and food plants for transferring, loading & unloading.

2085

1032

1450
1564

Model DT250

905

Load Capacity kg 250
& Acceptable drums type mm 55gallon steel drums
, Cylinder Stroke mm 200
Inner width of supporting legs mm 630
Wheel dimension mm @180 [ @125
Overall size (LxW=xH) mm 820=785=1050 DT250
DA450 Net weight kg 42

} Hydraulic Drum Truck

* One person can operate easily,
¢ Only for carrying and moving, not for tilting;

+ Lifting after grabbing fasten when operating.

e

G L-HM 45

IS N | s -.u:l'_"

Model TYD30
Load capacity kg 365
Min. Height of Arm mm 270
DA450 DA450-1 DA450-1 Max. Height of Arm mim 390
Length mim 1022
Model DA450 DA450-1(with scale) Width mm 722
Load capacity kg 450 450 Height mm 1300
MNet weight kg 184 194 Radius of Arm mm R285
Caster dimension mm @150x50 @150x50 Net weight kg 53 TYD30

Sklad-ok.ru sklad-ok.ru
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Drum Handling Equipment Drum Handling Equipment

} Pedal Hydraulic Drum Carriers } Hydraulic Drum stacker(Side Movement) [{gﬂf

#* Suitable for 55 gallon.

¢ Ergonomic solution for lifting, transporting and placing 55 gallon rimmed
steel drums and 200L rimmed plastic drums on spill or standard pallets;

¢ Eagle-grip structure, and brake castor;

o
i
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925
233150
DT350A

DT350A

DT350B DT350B DT350C
Model DT350A DT350B DT350C
Load Capacity kg 350 350 350 Model DT380
Acceptable drums type mm 55gallon steel drums 55gallon steel drums 55qgallon steel drums Capacity kg 380
Lifting height mm 300 300 300 MNet weight kg 168
Inner width of supporting legs mm 645 1085 1195 Front wheel size mm @150
Wheel dimension mm @150/ @125 @150 / @125 @150 / @125 Rear wheel size mm @100
Overall size (LxW=H) mm 925x830x1116 905x1270=1116 1000%1380=1116 Whole size(LxW=x=H) mm 921x1551x1517
Net weight kg 50.6 50.8 57.4 Lifting height mm 595.4
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Sklad-ok.ru  siopaniNG BUIPMENT SOLUTIONS & SERVICES

Drum Handling Equipment

» Hydraulic Drum Stacker

+ Muitifunction of lifting, transporting and stacking drums;
+ Eagle-grip structure is suitable for stainless steel and plastic drums;
+ Optional single Eagle-grip and double Eagle-grip;

+ DT400A-1:Kinds of scales can be chosen, accuracy up to +3%o.
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380
DT400A
DT400A DT400A-1 DT400A-1
Maodel DT400A DT400A-1(with scale)
Loading weight kg 400 400
Net weight kg 149 162
Wheel Dimension mm @3150=50 @150=50
Turning radius mm 1400 1300

Sklad-ok.ru

Drum Handling Equipment

) Hydraulic Drum Stacker

* Adjustable supporting legs and brake castor can effectively save room;

+ Eagle-grip structure is suitable for 55 gallon steel drums and 200L rimmed plastic
drums.

+ Keeps safety & reliable when automatic clamping drums tightly during lifting

+ Optional single Eagle-grip and double Eagle-grip.
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ONE-STOP HANDLING EQUIPMENT SOLUTIONS&SERY @ eladl-0 k. Fu

DT400B DT400C
Model DT400B DT400C
Load capacity kg 400 400
MNet weight kg 123 117
Wheel mm @200=50 @200=50
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Drum Handling Equipment Drum Handling Equipment

» Mechanical Drum Carrier } Eagle-grip Type Drum Hand Carts

+ Using the lever principle; * Self-standing by its kickstand, Eagle-grip structure with powerful mechanical interaction;
+ Single operator can easily operate; + In transport position load rests on (2) 10" rubber wheels;

+ Widely used for transporting all kinds of rimmed drums. DE450A and DE450C are suitable for drums carrying on slope;

DE450B and DE450D are suitable for drums carrying on even ground;
DE450A and DE450B are suitable for carrying steel drums;
DE450C and DE450D are suitable for carrying steel and plastic drums.

N

B8O

480
600

IR
)

480
580

DE400
Model DE400
Load capacity kg 400
Net weight kg 21 DE450A
Front big wheel size mm @250=50(two rubber wheel)
Rear wheel size mm  |@125x30{one rubber wheel with brake)

} Eagle-grip Type Drum Hand Carts

+ \Very easy for one person to operate;

+ Eagle-grip structure with powerful mechanical interaction;

+ Pneumatic wheel is fit for uneven ground, suitable for transporting steel drums and plastic
drums on slope and even ground;

+ Eagle-grip can be adjusted according to the drum height.

580
800

DE450B DE450C DE450D
Model DE450
Load capacity kg 450 Model DE450A DE450B DE450C DE450D
Net weight kg 30 Load capacity kg 450 450 450 450
Wheel Dimension mim @400=100 - Net weight kg 20 22 20 22
Outline Dimension mm 1600x800=600 DE450 Wheel mm @250=50 @250=50 @75x=32 @3250=50 @250x50 @75x32
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| Sklad-ok.ru  sopmanuie savmeNrsonvmions & services

Drum Handling Equipment

» Universal Drum Trolley

Leverage principle, safely operation;

* * *+ »

material:

Automatic drum grip mechanism with 500kg capacity;

Adjustable eagle-grip to suit for transporting all types of drums;

DE500 surface is galvanized surface, DES00A/DES00B the whole truck is stainless steel

+ Manufactured in whole stainless steel, this drum trolley has been well received in food,

chemical, offshore and pharmaceutical industries.
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790

940

505

DES00

DES00 DES00 DESOO
Model DESO0 DESO0A DES00B
Material galvanized Stainless steel(201) Stainless steel(304)
Rated load capacity kg 500 500 500
Net weight mm 27.6 26 26
Wheel dimension mm Black nylon@200x=50 Black nylon@200=50 Black nylon@200=50

Sklad-ok.ru

ONE-STOP HANDLING BQUIPMENT SOLUTIONS & SERV - Sklad-ok.ru
Drum Handling Equipment

P Mechanical Drum Carriers

* V/-Shaped base drum movers to raise & place a drum at the corner of pallets;

+ Gas spring design, suitable for handling virtually any upright rimmed steel and plastic drums.

= ZiB
1100
DJ365 DJ365
Model DJ365
Loading Weight kg 365
Net Weight kg 60
Wheel Dimension mm @150=x50 @100x50

) Low Profile Drum Truck

# You can handle and store this drum cart upright, in pushing position;
¢ Drum cart handles hinges outward to give added leverage for easier moving and steering;
#* Easily transport 55 gallon steel or plastic drums;

¢ The handle is with the special drum wrenches.

880

DC500

Model DC500

Loading Weight kg 500

Net Weight kg 15

Wheel Dimension mm B3150=x50 @75x32
Outline Dimension mim 980=600=770

Sklad-ok.ru
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Sklad-ok.ru

» Round Drum Dollies

¢ Drum Dollies to move and position 30 or 55-gallon steel or plastic drums;

+ Steel frame drum dolly painted red;
+ SD55C. SDA55D is stainless steel material;
+ SD35E :plastic drum dolly.
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STOP HANDLING EQUIPMENT SOLUTIONS & SERVICES
Drum Handling Equipment

ONESTOPHANDLING EQUIPENT SoLUTIoNs & sery- SKlad-ok.ru
Drum Handling Equipment

p Drum Cradle Transporter

Carry full weight of drum during transport;

Move and turn easily on four 8" nylon wheels;

Unit doubles as a drum cradle for storage and dispensing all in one;

This drum truck inclines to stand about angle 45%;

This unigue design also allows the operator to place drums and retrieve off of a pallet;
Accommodates 55-gallon steel, plastic, or fiber drums;

Powder coat finish;

Forged steel toe prongs;

Specially shaped to ease pick-up of drum;

Hands are protected within U-shaped handle;

* & & % & % % 2 * * »

Optional galvanized surface product DF20, and stainless steel material DF20A and DF20B.

[

SD55E

SD55D SD55F
Model SD30 SD55A SD55B SD55C SD55D SD55E SD55F
Loading Weight kg 300 300 400 300 400 400 400
Net Weight kg T 7.5 8.5 6.8 7.2 7.2 9
Wheel Dimension mm @75x35 B75%x35 @75%35 @75%x35 @75%x35 @75x35 @75%x35
» Galvanized Drum Cradle Transporter
+ One man operation to lift 55 gallon steel drums & 200L plastic drums for dispensing;
+ Loading handle available to aid drum tipping;
+ Polyester webbing strap available to securely clamp drum to stand when loading/unloading and transporting; DF20 DF20 DREE
+ Hook on drip tray available. Model DFE20 DOF20A DF20B
Load capacity kg 350 350 350
Material Carbon steel 20188 30455
Met weight kg 21 20 20
Wheel size (nylon) mm @200%50 @200=50 @200x50

DF10 DF10
Model DE10
Load capacity kg 270
Net weight kg 17
Wheel mm @125%35 [ @100=35 >
_CI'M"EI'E“ size mm 1200x400x451 DE10 DEZ0A/B DEZDA/B DE20A/B

Sklad-ok.ru
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Drum Handling Equipment

» Mobile Drum Carrier

+ Designed for transports, rotates, tilts and drains fully loaded drums;

+ HDBO0A for 55 gallon steel drums;
+ HDB8O0B for 55 gallon steel drums and 210L plastic

drums:

*+ With locking handle, drum is locked & easily poured or positioned horizontally or vertically;

+ By releasing locking handle, drum can be rotated in order to stir its content.
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Sklad-ok.ru S10p mANDLING EQUIPMENT SOLUTIONS & SERVICES

HD80A

HDB8O0A HD80B
Model HDBO0A HD80B HD&0C
Load capacity kg 300 300 300
Ground clearance (Horizontal) mm 150/270/350 150/270/350 150/270/350
Ground clearance (Vertical) mm 200 200 200
Net weight kg 50 45 46
Wheel (Front / Rear) mm @200=50 / @100x30 @200x50 / @100x50 @200x=50 / @100=50

Sklad-ok.ru
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ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV Sl lad-ok.ru |

Drum Handling Equipment

D Forklift Mounted Drum Grab

* Fork Mounted automatically;

+ Heavy duty steel construction;

¢ Easily and quickly lift 30 gallon(@450*500)steel drums or 55 gallon (@572*900) steel drums without hydraulic or electric connections;

830
480

600

DG45

1300

DG45 DG45
B
a0
| 2 3 B
— T '
._,E' —
610 470
5
DG40
Model DG40 DG45
Type Single drum Double drum
Load capacity kg 340 680
Net weight kg 50 85
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Drum Handling Equipment

» Horizontal Drum Carrier

¢ Heavy duty with 900kg load capacity;

+ Mechanical structure design forklift attachments;

+ Can carry, stack and load & unload two drums once;

* Easy to lift 1 to 2 drums on horizontal position.

£
]

600

Sklad-olg. rU  ST0P HANDLING EQUIPMENT SOLUTIONS & SERVICES

410

710

1230

Load capacity

DG800

MNet weight

Sklad-ok.ru

ONE-STOP HANDLING BQUIPMENT SOLUTIONS & SERV ~ Sklad-ok.ru
Drum Handling Equipment

» Horizontal Drum Carrier

* Heavy duty with 900kg load capacity;
+ Mechanical structure design forklift attachments;
+ Can carry, stack and load & unload two drums once;

+ Easy to lift 1 to 2 drums on horizontal position.

L LaL1]

L]

330
760 B30

1450 G40

DG400

DG400 DG400

DG900 DG300

Model DG400 DG900
Load capacity kg 400 900
Net weight kg 57 35.5

Sklad-ok.ru
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Sklad-ok.ru  ST0PHANDLING EQUIPMENT SOLUTIONS & SERVICES
Drum Handling Equipment

» Forklift Drum Lifters

+ Unigue Eagle-grip structure, with automatic adjusting core frame, speedy and safe;

+ All mechanical automatic clamping mechanisms handle from one to four drums at one time
without any hydraulic or electrical connections to forklift truck.

880 —
530 i m

LTI
| J!'I“. b T

710
980

NAT

YL4

YL4

BEO
530

65

#hmess
A an

YL4-1
YL4-1
4 18 %
l E ;
L
] gt LM BB
iLE T
TY4
TY4
Model YL4 YL4-1 TY4
Load capacity kg 500=4 500=4 500=4
_ Net weight kg 175 162 140

Sklad-ok.ru

ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV - Sklad-ok.ru
Drum Handling Equipment

P Forklift Drum Lifters

* |deal for transporting and stacking steel drums, plastic drums and fiber drums;

+ Unigue Eagle-grip structure, with automatic adjusting core frame;

+ All mechanical automatic clamping mechanisms handle from one to six drums at one

time without any hydraulic or electrical connections to forklift truck;

BAQ g 125()
- | r
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i 1 [ E I_l:@' =
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SH S PR 1
YL6
YL6
280
530 @
1 i
4 1 i = i
R T e . C (32) :)
.. !.;--_- i |.[ R § E
L5 |
1850
YL8
YL8
YL6 Y18
Maodel YL6 YL8
Load capacity kg 500x6 500x8
Net weight kg 320 410
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Sklad-ok.ru S10PHANDLING BQUIPMENT SOLUTIONS & SERVICES
Drum Handling Equipment

; ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV S k I a d -0 k_ ru
Drum Handling Equipment

p» Forklift Drum Grab ) Fork Truck Mounted Drum Grabs

¢+ Grab, lift, move & stack drums without the operator leaving driver's seat, * Adjustable support leg from single Eagle-grip to double Eagle-grip;

+ Completely Mechanical and Automatic drum grab requires no hydraulic or electrical connections; + Arc bracket.

+ Detachable package can effectively save room.
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360 T50 280 3%
GO0 180 GED 2
670
DG360C
DG360A

DG360D

DG360A DG360B DG360C

DG720A DG720R DG720C DG720D
Model DG360A DGT720A DG360B DG720B Model DG360C DG720C DG360D DG720D
Load capacity kg 360 360x%2 360 360x%2 Load capacity kg 360 360x=2 360 360=2
MNet weight kg 42 70 50 77 Met weight kg 52 72 60 88
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Drum Handling Equipment Drum Handling Equipment

» Forklift Drum lifter D Forklift Mounted Rubber-belt Drum Grabbers

+ Suitable for transporting thin rimmed drums and deformed drums.

at T2 | AC_JF
o TP &iﬁﬂ " o l
TP l ot =T
SN z e
l:';;i:.- o E"’ " = 2
.1 :EJIL'? [ w :'-"‘ ;
@'5 Bl -
E. | . |
e 1
5 . 50
70 750 280 , 450 £50 o 750
TR0 FE0
760
DG360E DG500A
DG360E DG360F DGS500A DG1000A
DG720E DG720F DG1500A | DG2000A
Model DG360E DG720E DG360F DG720F Model DGS500A DG1000A DG1500A DGZ2000A
Load capacity kg 360 360x2 360 360x2 Load capacity kg 500 500=2 500=3 500=4
Net weight kg 50 67 57 a7 Net weight kg 52 74 114 140
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| Sklad-ok.ru  STOPHANDLING EQUIPMENT SOLUTIONS & SERVICES ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERY -~ Sklad-0k.ru
Drum Handling Equipment Drum Handling Equipment

p Forklift Mounted Rubber-belt Drum Grabbers D Forklift Mounted Rubber-belt Drum Grabbers
+ Double Eagle-Grip automatic clamping for handling steel & plastic drums; # Suitable for transporting thin rimmed drums and deformed drums;
+ With cushion protection rubber-beilt. + With cushion protection rubber-belt.
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525

a
Sefreseser
L

55

450

50
750 130 TG0

750 130 4q

Fil+10]

DGS00B

DG500C

DG500B DG1000B DG500C DG500C
DG1500B DG2000B DG1000C DG1000C
Model DG500B DG1000B DG1500B DG2000B Model DGs00C DG1000C DG1500C DG2000C
Load capacity kg 500 500x2 500x=3 500=4 Load capacity kg 500 500=2 500=3 500=4
Met weight kg 62 90 145 170 Net weight kg 50 68 108 132
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Sklad-ok.ru  §1op mANDLING EQUIPMENT SOLUTIONS & SERVICES

Drum Handling Equipment

) Forklift Mounted Rubber-belt Drum Grabbers

+ Suitable for transporting thin rimmed drums and deformed drums;
+ Double Eagle-Grip automatic clamping mechanism design;

+ With cushion protection rubber-beilt.

I5 7575

a5

450

ral
130 750
Pl

DGS000

DGS500D

DG500D

DG1000D DG1000D
Model DG500D DG1000D DG1500D DG2000D
Load capacity kg 500 500x2 500x=3 500=4
~ Net weight kg | 56 82 122 160

Sklad-ok.ru

ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV Sklai:l-ok.ru \

Drum Handling Equipment

D Forklift Mounted Rubber-belt Drum Grabbers

#* Stainless steel heavy duty Double Eagle-Grip design;
+ Wear-resistant and spark-proof;

+ With cushion protection widened rubber-belt.

e

850

DGS00E

450

750

T80

DGS00E

DG1000E

DG1500E DG2000E
Maodel DGS00E DG1000E DG1500E DG2000E
Load capacity kg 500 500=2 500=3 500=4
MNet weight kg 62.5 100 152 | 180
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Drum Handling Equipment Drum Handling Equipment

» Fork Mounted Drum Positioners p Forklift Mounted & Crane Mounted Drum Lifters
+ Allows fork truck driver to rotate standing drums to the horizontal racking position and vice-versa; * LMB8O0O is suitable for 55 gallon steel stainless drums or 200L double rimmed plastic drums;
+ Positive latching system ensures safe handling of drums weighing up to 400kg; ¢ LGB800 is suitable for 55 gallon steel stainless drums;
+ Slide the positioner extensions over the vertical drum. With the aid of the Drum Positioner, rotate drum to horizontal position; + Lifting, rotating and transporting drums & keeping drums pouring out oil at any angle;
+ Latching system will engage to allow horizontal positioning of drum; ¢ Can be used on forklift as well as crane.
* Mechanical operation relies on fork truck to rotate and lift drums;
¢+ Units now feature a welded spacer to protect drum fixtures from damage when rotating;
+ |t is widely applied to transport, lift and stack the horizontal drums in the fields of chemical, food and medicine industry;
- 740 >
o z i 730 450
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@880 730
" 940
LM800 LMB00
DR800A DR800A
LM800 LM800 LG800
Model DR400A DR800A
Load capacity kg 400 800 Model LM800 LG800
Net weight kg 85 115 Load capacity kg 400 365
Outline dimension mm 1600=750=480 1600%1330x480 Net weight kg 50 38
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Sklad-ok.ru  STOPHANDLING EQUIPMENT SOLUTIONS & SERVICES
Drum Handling Equipment

P Drum Lifter

¢ All-steel construction; conforms to 98/37/EC and ANSI/ASME Standard;
+ Works easily with overhead hoist or hook form forklift;
+ Moves and handles open or closed head, loaded steel drums;

¢ Don't exceed working load limit.

DN500A DN500A
Up-right lifting(Lidded) Side Angle Lifting Dump Double Leg

Capacity Chain Size Ring Size Reach L Max. Clamp Opening S Net Weight
kg mim mm mim mm kg

DNS00A 500 26.3x516 L93=WE6 690 25 3.5

Sklad-ok.ru

HANDLING BaupsENTsoLemions &« sirt- Sklad-ok.ru |

Drum Handling Equipment

) Drum Lifters

DL Drum Lifter

+ For lifting 210 liter steel drum, All-steel construction;

¢ Works easily with overhead hoist or hook from forklift;

+ Easy moves and handles open or closed head, loaded steel drums;
+ Allows quick, gentle loading into overpacks and keeps drums

upright during lift, reducing spills and injuries.

Model DL350 DL360
Load capacity kg 350 360
Net weight ka 9.5 4.5 DL360 DL350

DM500 Lifting Drum Hoist

+ All-steel construction: DM500A with two overhead hoist, DM500B
with strengthen device;

* Works easily with overhead hoist or hook from forklift;

¢ Easy and safely moves the drum.

Model DMS00A DMS00B
Load capacity kg 500 500
Net weight kg 5 7.5

DMS00A DMS500BE

DM500 Drum Tong

+ For lifting 210 liter drums with overhead hoist, All steel construction;

¢ Manual tong Model DM500 suitable for open top or tight head steel
drum, and plastic drums with L or XL ring;

* To operate set locking lever in locked open position;
+ When central over the horizontal drum release lever to allow hooks to
fall and locate under both rims. Hooks automatically engage as is lifted

and disengage as drum is set down.

Modael DMS500

Load capacity kg 500
MNet weight kg 7.6

Sklad-ok.ru
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Drum Handling Equipment Drum Handling Equipment

» Drum Lifters p Drum Tilters

+ Lifting, moving and stowing 30 gallon and 55 gallon drums; Rotation drums; can be used with 12V forklift battery or with extra battery;

+ Works easily with overhead hoist or hook from forklift or crane; Optional remote controlling drum rotation;
Can easily move, rotate and fix oil drum;

Applicable for use where forklift is equipped; capable of 360-degree rotating the oil drum;

%
*
+ Compact and heavy duty design, convenient to use. ’ + Applicable for transporting 55-gallon steel oil drum and 200L PE drum;
*
@
#

Can be operated without the driver leaving the seat of the truck.

T Rl
3
100
DL500A DL500A
HK285
Model DL500A DL500B DL500C HK300 HK300
Load capacity kg 500 500 500
Met weight kg 6 6 6
DL500C
HK300-1 HK300-2
DLS00A DL500B
+ This product is a professional tool used for lifting, transporting and stowing 33 gallon and 55 gallon i
steel or polyethylene drums open or closed; v o o
+ |t is designed with a 3 point drum contact with stabilizing arm which reduces damage to the drum g &
and automatically engages the drum rim when lowered.
Model DL500D
Load capacity kg 500 Model HK285 HK300 HK300-1 HK300-2
Drum Type Lifted 33 gallon and 55 gallon. closed-head steel & poly drums Load capacity kg 300 300 300 300
Net Weight kg 30 Net Weight kg 60 66 68 Fiiv
Overall Dimension mm H215%W711xL711 DL500D Drum rotation type / Manual rotation Electric rotation Remote control P el i S
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Drum Handling Equipment Drum Handling Equipment

P Drum Wrenches » Manual Drum Upender

* Using the lever principle;
¢ TY50C manipulates drums from horizontal to vertical;

+ TY50D manipulates drums from horizontal to vertical and vice-verse.

in
J

1180

1110

TY10 A TY50B

Model TY10
Net weight kg 0.7

P Drum Brass Faucets

Model TYS0A TY50B TY50C
Load capacity kg 500 500 500
Net weight kg 0.14 0.52 2.55 15 Net weight kg 3.3 2.7 6 6
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Drum Handling Equipment Chemical Equipment

} Drum Handling Bracket Dolly } Stationary Drum Rotators

¢ Detachable installation, and with brake function. * Designed for rolling One/Two drum;

+ Saves time, labor and money;
+ Rotating drums to mix or blend material inside a closed drum;

+ Drum rotating mixes drum contents to ensure homogeneity with fewer hazards.

e ey * g
a8 a
[ —
2
Z 2
r —— ———] g .
J : :
1210
TY-100
TY-600A
Moaodel TY-100 TY-150
MNet weight kg 35 48
Wheel " 5"wheel with brake 5"wheel with brake TY-600A
Load capacity kg 1000 1500 TY-150
» Drum Rack Stacking i l
B a o

+ Designed for steel drums horizontal stacking;

%:%%%
450
670

+ Use screws to tightly connect those racks together.

205

1210

1

2120

TY-600B

TY-100A

TY-600B TY-600B
TY-150A TY-150 TY-150A Model TYS00A. TYE00B
Net weight kg 132 206
Model TY-100A TY-150A Load capacity kg 500 500x=2
Net weight kg 29 47 Turning speed r/min 3-12 3.12
Load capacity kg 1000 1500 TY-100A TY-150A Acceptable drum type / 55 gallon steel drum 55 gallon steel drum
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Chemical Equipment Chemical Equipment

P Tilt-To-Load Drum Tumblers » Mobile Pneumatic Drum Mixer TY400C

+ Power-lift and tumble drum "corner-over-corner” to mix contents; * High-guality air pump, pressure, easy to use, equipped with instruments, safe and durable;

+ Hold your drum on an angle to thoroughly 360 degree rotate drum; + Handle control, simple and convenient operation; Mixing evenly, fast mixing, low energy

+ Mix ingredients right inside closed drums; consumption and high efficiency

+ Suitable 55 gallon steel drums to positive and negative rotation.

360 ° Rofation
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TY400A TY400A

TY400A TY400A TY400A

TY400B

TY400B TY400B TY400B
TY400C TY400C

Model TY400A TY400B
Load capacity kg 400 400
Rotating speed r/min 6 6 | Met weight kg 160
Motor power kw 0.75 0.75 Mixing speed r/min 6-40
Voltage V2 220V/380V 220V/380V Penumatic motor power Kw 1.3
Wheel mim / @80x70 @180x50 Wheel mm @150x50

Sklad-ok.ru Sklad-ok.ru
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Chemical Equipment

p Drum Rotator TY400D

Product Description:
+ Rated load capacity 400kg;
+ Features an interlocked front gate for safety;
¢ Drum mixer rotates steel drums or plastic drums end to end offering a fast and
efficient way of mixing chemicals, achieving a thorough mix in a short time;
¢ Drum can manually be clamped and then electric power rotation 360 degree;
¢ Electric lifting height up to 650mm;

# Suitable for drum mixing of paint, coating, printing ink and chemical liquid
materials.

'1; wrg 5

#wvu rmﬂ Vv

Chemical Equipment

P 200L Pneumatic Drum Mixer

200L Stationary Pneumatic Drum Mixer

* Compressed air as power source and pneumatic motor as medium
power, 100% explosion protection;

Equipped with drum stationary clamp, clamp angle adjustable;
Suitable to mix the material in open-type drum or barrel;

Pneumatic motor is with the stepless speed regulating function;

¢ * &+ »

Stirring paddle is stainless steel SUS304 # material, optional SUS3164#.

Operation Instruction:

--._'ff*a&’

+ Electric lifting the inner frame to a certain height;

* Manually clamped the drums, and the rotation can be switched on only when
inter-lock safety gate at the front of the unit is closed;

+ Lift the drums to a certain height, connect the air tube to the air compressor,
then turn on the power switch to achieve a thorough mix.

Model TY400D

Qverall length mm 1700
Overall width mm 1650
Overall height mm 2080
Capacity kg 400
Net weight kg 450
Lifting height mm 400
Rotating speed rimin 15

Motor power kw 0.75
Voltage v 220

) Oil Drum Heater

¢ Can directly heat the objects;
* Fast heat diffusion, Uniform heat transfer,;
+ High thermal efficiency, high strength, long service life;

¢ Equipped with the sensor on the heater surface to directly control the
temperature.

¥ W e ol T o

-h I-'-. | 2 .r1 3 '..l.. ‘

b o R '_.,“~ %d' #}*’r
g i T ;

o A £X ’%. **“ﬂﬁ
Al L ,1“#

¥*$+

SR F‘;.:.“F, i

o el

'«'n't"ﬁ;ﬂ'
;:#***ﬁ:*;#g‘
XXX

i
iy
L
P ™
¥
[
h‘ i
o e T M o i i

Size (mm} Voltage Temperature Range Net weight (kg
Barrel Heater (200L) 250=1740 220V /2000W 30~150°C or 0~200°C 0.5
Barrel Heater (200L) 200860 240V /800W 30~-150C or0-200C 0.4
~ Barrel Heater (200L) 125%1740 220V/1000W 30~150C or 0~200°C 0.4

Sklad-ok.ru

YLA-200LM3 YLA-200LM5
Model Motor Power(HP) Rotating Speed(Rpm/min) Gas Consumption|m’/min} Applicable viscosity(CP) Paddle Size(mm) Paddle Type Stirring Shaft{mm)
YLA-200LM3 1/4 0~900 0.26 1000CP @250x 2 3-leaf type @16xL880
YLA-200LM5 1/2 0~750 0.395 3000CP @250x2- 3-leaf type @16xL880

* Remark:The motor power can be selected according to the viscosity of the mixed material.
* Working Pressure:0. 3-0. 7Mpa.
% Contact with liquid part of the material for SUS304, can be customized SUS316 stainless steel or surface ptfe coating.

200L Stationary Pneumatic Drum Mixing Machine

+ Paddle type is decided by the mixing fluid.

Sk
E-—an

YLA-200LM3-2 YLA-200LM5-2 YLA-200LMSP YLA-200LM7

Motor Power  Rotating Speed Gas Consumption Applicable viscosity Paddle Size Paddle Type Stirring Shaft

HP Rpm/min m* min CP mm mm
YLA-200LM3-2 1/4 0~300 0.26 1000 @250%24~ 3-leaf type @16xL800
YLA-200LM5-2 1/2 0~750 0.395 3000 @250%24 | Heaftype dispersion plate @16xL800
YLA-200LM7 1.2 0~360 0.99 10000 @250%24~ 3-leaf type @20xL800
YLA-1000LM5 1/2 0~750 0.395 3000 @400x2 3-leaf type @20=L800
YLA-1000LM7 1.2 0~360 0.99 10000 @400x24 3-leaf type @25xL 800
YLA-200LM5P 1/2 0~750 0.395 3000 @250%2 3-leaf type @16xL800 | Offer diaphragm pump

* Remark:The motor power can be selected according to the viscosity of the mixed material.
* Working Pressure:0. 3—-0. 7Mpa.

* Contact with liquid part of the material for SUS304, can be customized SUS316 stainless steel or surface ptfe coating.

Sklad-ok.ru
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Chemical Equipment

P 200L Pneumatic Drum Mixer

200L Telescopic Pneumatic Drum Mixing Machine
+ Paddle type is decided by the mixing fluid,

+ Equipped with stainless steel screw base can be matched with 2 " drum or
barrel:

+ Telescopic stirring paddle, folded OD 52mm, unfolded OD 250mm,;
+ Stirring paddie is stainless steel SUS304 # material, optional SUS316#.

After
turning
Model Motor Power(HP) Rofating Speed(Rpm/min)  Gas Consumption{m?/min)  Applicable viscosity(CP)  Paddle Size{mm) Paddle Type Stirring Shaft{mm)
YLA-200LM3-1 1/4 0~900 0.26 1000CP 10"x1 B8"x1 Telescopic @16xL750
YLA-200LMS-1 1/2 0~750 0.395 3000CP 10"x1 8"x1 Telescopic @16xL750

% Remark:The motor power can be selected according to the viscosity of the mixed material.
* Working Pressure:0. 3-0. 7Mpa.
* Contact with liquid part of the material for SUS304, can be customized SUS316 stainless steel or surface ptfe coating.

200L Mobile Pneumatic Drum Mixer

YLA-200LM3-3 YLA-200LM5-3 [ | YLA-200L4AMJ3 YLA-200L6AMJ3

YLA-200LM5J3 YLA-200LM7-1
Mutnln'_l l‘;l:nwar Dacal:t;i'ghon Tﬂpr.ﬁrl:qes nglti;ﬁf?nﬁ':mj Gas E‘lﬂPF;'UnTnpmn sumpngmsmﬂ Fadgrl;'l Size Paddle Type g?ﬁ:?gzlmgnpngl}r
YLA-200LM3-3 1/4 / 1.37 0~900 0.395 @16xL880 8" =2 layer 3-leaf type Within 1000
YLA-200LM5-3 1/2 / 4.7 0~750 0.395 @16xL880 10" =2 layer 3-leaf type Within 3000
YLA-200LM5J3 1/2 1:3 13.5 0~250 0.395 @20=L800 10" =2 layer 3-leaf type Within 5000
YLA-200LM7-1 1:2 i 28 0~360 0.99 @20=L880 10" =2 layer 3-leaf type Within 15000
YLA-200L4AMJ3 1.7 1:3 11.5 0~1000 1.8 @25xL880 10"x2 layer | 3leaftype dispersionplate |  Within 5000
YLA-200L6AMJ3 4 Gt 25 0~1000 3.6 @25=L880 10" =2 layer | 3eaftype dispersion plate |  Within 13000

% The motor power can be selected according to the viscosity of the mixed material, the form of blades can be selected according to the requirements, and the
number of blades can be selected.

% The normal contact part is made of SUS304 stainless steel. SUS316L can be customized and teflon coated blades can be customized.

* U-TYPE trolley lifting rack for carbon steel painting, can be customized with stainless steel.

* The frame is equipped with mobile casters, trolley handrails, air cylinder lift, guide rail assist lift, Automatic Lift Control Valve.

% Suitable for 200L bucket size: @595xH895mm.

Sklad-ok.ru
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Stackers

P Mini Hand Winch Stacker

Robust, lightweight, steel construction;

Cable winch lifting system with fully cable housing;

*
*
+
*

Maneuverable, extremely easy to use; ~
Conforms to EN1757 European standard.

/
Model PM120
Rated load capacity Kg 120
Load center mm 200 -
Lifting height mm 1095 -,
Straddle Leg Height mm 60
Lowest fork height mm 100
Load wheel (nylon) mm P50x24
Rear wheel (PU) mm $200=50
Met weight kg 37

) Roll Work Positioner

Frame is made of high quality cold drawn seamless steel tube;

Specially designed for printing, packaging and paper industry;

Used for handling rolls of different materials;

Optional Galvanized steel roller;

*  * &+ &+ »

Optional universal wheel, suitable for handling long tubular products.

Galvanized steel roller optional
Universal front wheels optional

Suitable for transporting longer tubular cargo

PF4120R
Model PF4120R PF4150R
Capacity kg 400 400
Max. Roll Diameter mm @544 544
Min. Height mm 220 220
Max. Height mm 1320 1620
Distance between Rollers mm @T76=x550 B76x550
Roller size mm 180 180
Overall Size mm 840x630x 1460 840=x630x1760
Front Wheel Size(Nylon) mm B75x30 @75x%30
Rear Wheel Size(Nylon) mm @150=38 B3150=38
Net Weight kg 78 88

Sklad-ok.ru
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STOP HANDLING EQUIPMENT SOLUTIONS & SERVICES

Stackers

D Light Weight Pallet Stacker
Hydraulic Pallet Stacker

P Mini Semi-electric Stacker

+ Compact design and mini exterior beautiful provide a convenient operation;

+ With a safety device to prevent a fast falling due to the mechanical trouble, safe and reliable; Reasonable structure ensures a light and flexible operating;

+ Maintenance free battery, Electric power digital display meter and Low-voltage alarm lamp; Frame is made of high quality cold drawn seamless steel tube;

&
+

* |n accordance with EN1757 European standards. ¢ Optional platform;
+ [n accordance with EN1757-1:2001 European standards.

Electric Pallet Stacker

+ High quality imported pump station is lightweight and efficient;

+ Maintenance free battery, Electric power digital display meter and Low-voltage alarm lamp.

EJ4150
Model (Fixed Fork) PF2120 PF4120 PF4150
Model (Adjustable Fork) PJ2120 PJ4120 PJ4150
Model (Fixed Fork) EF2120A EF4120A EF4150A
Model (Adjustable Fork) EJ2120A EJ4120A EJ4150A
Capacity kg 200 400 400
Max. Platform Height mm 1200 1200 1500
Min. Platform Height mm 85 85 85
Platform length mm 600 650 650
_ , , Fixed Fork Width PF/EF mim 500 550 550
Single Spindle Double Spindle V Block Adjustable Fork Width PJ/EJ = 215500 235 500 235 500
Front Wheel mm @75 @75 @75
Model (Fixed fork type) M100 M200 E100A E150A Rear Wheel mm @125 @125 @125
Drive Type Manual Manual Electric Electric Min. steering radius mim 830 930/1100 930/1100
Capacity kg 100 200 100 150 Owverall Height mm 1435 1410 1710
Load Center mm 250 250 250 250 Overall Width mm 560 590 590
Min. Platform Height mm 130 130 130 130 Overall Length PF/PJ mm 960 1040 1040
Max. Platform Height mm 1500 1500 1700 1500 Overall Length EF/EJ mm 1020 1100 1100
Platform Size (LxW) mm 600x470 600x470 600x470 600x470 Base Heigh mm 32.5 22.5 225
Front Wheel(PU) mm @75%30 @75%30 @75%30 @75%30 Pump Station Power kw 0.8 0.8 0.8
Rear Wheel(PU) mm @125x%40 @125%40 @125x40 (3125=40 Battery Ah/V 60/12 7012 7012
Pump Station Power kw - - 0.8 0.8 MNet Weight PF kg 62 76 82
Battery Ah/V - - 12/24 12/24 Net Weight PJ kg 65 81 85
Min. steering radius mm 850 850 900 800 Net Weight EF kg 97 116 122
Overall Size  (LxW=xH) mm 840=600=1830 870=600=1920 870=600=1990 870=600%1790 Net Weight EJ kg 100 121 127
Net Weight kg 50 60 66 63 Optional Platform LP10 LP20 LP20

Sklad-ok.ru
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Stackers Stackers

D) Hydraulic Flat Plate Stacker D Roll Work Positioner

¢+ Top quality oil cylinder and imported sealed circle is reliable and durable; Designed for lifting and transporting cylindrical materials;

+ Reasonable structure ensures a light and flexible operating; High-strength C-type gantry structure, safe and stable;

* Frame is made of high quality cold drawn seamless steel tube; High loading cylinder, stable lifting and light weight;

& i accordance with EN1767:1:-2001 European: standeirds. High quality pump station, maintenance-free battery, reliable and durable;

Can be customized according to customer requirements;

* & & * & »

A variety of rubber roller changes and accessories are optional, apply for printing, soft pack,

Electric Flat Plate Stacker pharmaceutical, electronics, chemical and other industries.

¢ Maintenance-free battery, and also with battery notifier; High loading cylinder, stable lifting and light weight;

Equipped with multi-layer chromium plating frame to ensure a strong and durable performance; High quality pump station, maintenance-free battery, reliable and durable;

_— : . i Can be customized according to customer requirements;
Built-in charging outlet is very convenient and safety; 9 d

* & &+ »

A variety of rubber roller changes and accessories are optional, apply for printing, soft pack,

High quality imported pump station, lightweight and efficient; pharmaceutical, electronics, chemical and other industries.

* * * »

In accordance with EN1757-1 European standards.

|

YLM700T (Customized model) YLM1000T YLM1000R
YLM1000D YLM1000T YLM1000R
Capacity kg 1000 1000 1000
Diameter of roll mm 800 1016 610
Length of roll mm 5000 1550 1550
Lifting height mm 865 916 865
Front wheel size mm @80=55 @100=55 @100=55
Rear wheel size mm 3150%55 @150x55 @150x55
Length of roll pallet mm 1505 700 700
Net weight kg 225 210 180
PS2120A/EP2120A PS4120A/EP4120A PS4150A/EFP4150A

Capacity kg 200 400 400 ) Semi-electric Roll Work Positioner

Max. Platform Height H mm 1200 1200 1500

Min. Platform Height H1 mm 200 200 200 + Electric lifting, long-lasting power;

Platform length L1 i 600 650 650 ¢ Maintenance free battery:

Platform Width W mm 500 550 550

Overall Length (PS) L i 940 1040 1040 * (Can be customized according to customer’ requirements.

Overall Length (EP) L mm 990 1070 1070

Overall Width B mm 560 590 590

Overall Height H2 i 1310 1310 1610 ' Model YLE1000T

Front Wheel D mm @125x40 @150x43 @150=43 Capacity kg 1000

Rear Wheel d mm @125=40 @150=43 @150=43 Diameter of roll mm 800

Pump Station Power (EP) kw kw 0.8 0.8 0.8 Lifting height mm 1500

Battery (EP) Ah/V Ah/\ 12/60 12/70 12/70 Front wheel size mm @100x50

Min. steering radius mm 800 900 900 Rear wheel size mm @150=50

Net Weight (PS) kg 58 78 83 Length of roll pallet mm | 700

Net Weight (EP) kg 93 113 118 Net weight kg 290
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Stackers

» Manual Hydraulic Pallet Lifting Stacker with Foot Pedal

*
*
4
4
*
*

Heavy duty 1 piece "C" section forks for greatest strength;

Top quality oil cylinder and imported sealed circle is reliable and durable;

Compact design and strong, accurate steel construction;

Top grade hydraulic pump and cylinder with German seals;

Conforms to EN1757 standard;

It is strictly prohibited to overload, thus to ensure safety.

1270

1118

YLF1015A
(Support Legs can be retractable)

YLF1015A

2100

1070

1600

688

44

1614

YLF1015A
(Support Legs can be retractable)

YLF1015

YLF1024A
(Support Legs can be retractable)

Model YLF1015 YLF1015A YLF1024A
Capacity kg 1000 1000 1000
Lifting height mm 1530 1600 2400
Inner width of front leg i 440 934-1270 900-1260
Turning radius mm 1500 1650 1650
Fork length mm 1075 1070 1070
Single fork width mim 120 100 100
Adjustable fork range mim 250-660 216-790 216-790
Front wheel mm @80=55 @80=55 @3150=50
Rear wheel mm @150=50 @150x50 @150x50
Overall size mim 2060x745%1640 1614x1118x2100 1632=1050=1900
Net weight kg 224 296 < Fio

Sklad-ok.ru
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Stackers

» Semi-Electric Hydraulic Forklift Stacker

* Heavy duty design and top quality mast construction;

+ |mported pump station provides a smooth lifting;

&

low voltage alarm lamp;

* & + »

Light and easy manual steering system;

MS1016

Safety guard on load roller and steering wheel;
Steel pallet fork is made of whole stamping forming;

Conforms to EN1757-1:2001 European standard.

High quality maintenance-free battery, save maintenance time and cost, battery notifier and

MXS1016
(Support Legs can be retractable)

Model MS1016

Type Standard Standard
Rated load capacity Kg 1000 1000
load center mm 600 600
Min./Max. fork height mm 90/1600 90/1600
Max. Working Height mm 2130 2130
Fork length mm 1000 1000
Fork width mm 970 970
Single fork width mm 120 120
Lifting speed (loaded/unloaded) mm/s 70/120 70/120
Pump station power KW/ 1.5M12 1.5/12
Front wheel size (nylon) mm P80=55 P80x55
Rear wheel size (nylon) mm ®150x50 $©150x=50
Min. Turning radius mm 1950 1950
Battery AhMN 120/12 120/12
Overall size  (L*W*H) mm 1700=1000=2070 1700x1000=2070
Inner width of front leg mm 934-1270
Adjustable fork range mm 216-790
MNet weight Kg 324 362

Sklad-ok.ru
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ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV -~ Sklad-ok.ru
Pallet Truck

» Electric stacker 1.0t D Electric pallet truck

+ Robust structure; Perfect upgrade of reliability and easy-maintenance;

+ Highly specialized drive and hydraulic system ensure excellent
driving performance and high reliability;

Optimized wire harness layout lowers twist failure rate;

Innovative design,easy for battery replacement;
+ Low-noise and durable hydraulic unit, high quality cylinder as well as

; iy ! Upgraded emergency switch ensures safety;
hose ensure high reliability of hydraulic system;

Strong cover for driving wheel ensures the safety of the operator;

¢ AMP connector and durable electric wires greatly reduce
malfunctions of comppnents.

* & & * &+ »

Upper-installed charger, better heat-exhausting, higher charging efficiency.

RATED CAPACITIES AND LOAD CENTRES GRAPH

kg
1200

Litt height<2.dm

1000

BOa K
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400
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1HIIEAM AVYO1 d31vd

Model YLT20-15ET2

LOAD CENTRE POSITION

Drive unit Battery

Operating type Pedestrian

Net weight ka 195

Battery weight kg 22 .5%2

Capacity kg 1500

Turning radius mm 1485

Travel speed (laden/unladen) km/min 4/4.5

Max. grade ability(laden/unladen) km/min 216 YLT20-15ET2

p Electric pallet truck

ES1029 ES1029 ES1029
Model £S1029 Overall length 1 (mm) 1740 ¢+ New choice of entry-level electric pallet truck;
Operator type pedestrian Length to face of forks 12 (mm) 590 ¢ 1500kg capacity, light weight and compact size euivalent to hand pallet turcks; | o )
0% sapacily Qlkg) 1000 mera',' mdth ot Ll suls ¢ New integrated control head design, easy & comfortable operation;
Load center ¢ (mm) 600 Fork dimensions s/ e/ | (mm) 55/160/1150
e diskines x(mm) 705 Outside fork width, minimum/ maximum b5 (mm) 560 ¢ Ergonomically-designed tiller head helps increase efficiency,internal charger for easy
Wheelbase y(mm) 1240 Ground clearance m2 (mm) 30 charging;
_ Weight Aisle width, 1000x1200 pallet crossways Ast(mm) 2225 + Handy emergency disconnect button & durable driving unit ensure safety under and situation;
Service weight (Incl. battery) kg 503 Aisle width, 800x1200 pallet lengthways Ast{mm}) 2150 _ . _
Axle Inadin_g__ laden n:_rperalnrflnad side kg 634/821 QOuter turning radius Wa:_f{mm} | 1408 ¢ Assembly components, easy for diagnosis and replacing.
Axle loading, unladen operator/load side kg 383120 Performance
Wheels ,Chassis Travel speed, laden/ unladen km/ h 3.5/4
Tyre type PU/ PU Lifting speed, laden/ unladen m/s 0.12/0.22
Tyre size, operator side mm ®210x70 Lowering speed, laden/ unladen m/s 0.12/0.11
Tyre size, load side mm P80x60 © Maximum gradeability, laden/ unladen S2 5 min. %o 310
Balance wheels(dimensions) mm P 130x55 Service brake Electromagnetic
Wheels, number operator/load side (x=drive wheels) mm 1x+1/4 Drive
Tread,operator side b10(mm) 533 Drive motor rating S2 60 min. kw 0.65
Tread, load side b11(mm) 400 Lift motor rating at S3 15% Kw Bk
Dimensions Battery voltage/ rated capacity (5h) ViAh 2x12/105 Capacity 1500
Height, mast lowered h1 (mm) 2022 Battery weight (with box) kg 2%30 Aisle width 1000%1200 pallet crossways ~ Ast(mm) 1669
Free lift h2 (mm) 0 Battery compartment dimensions I/ w/ h mm 305/165/210 Aisle width 8001200 pallet crossways  Ast{mm) 1869
Lift height h3 (mm) 2930 Battery type Industrial battery ) Quter turing radius Wa(mm) 1415
Height, mast extended hé (mm) 3487 Others Drive motor rating 0.65
Height of tiller arm in operating position { min/ max) h14({mm) a60/1200 Type of drive control DC CURTIS Lift motor rating Manual lifting
Fork height, lowered h13 (mm) a5 Sound level at operator's ear dB(A) 74 Battery voltage/ rated capacity 24/30 YLT20-15EH

Sklad-ok.ru
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Pallet Truck

S k I a d -0 k_ ru STOP HANDLING EQUIPMENT SOLUTIONS & SERVICES
Pallet Truck

» Manual Hydraulic Pallet Truck } High Lift Scissor Truck

Eeongmic:ianual Hycraulic Falet. tnuck ( | (e ] ¢ New design with larger piston offer you real 1000kg and 1500kg capacity ,

wiRpgen wellng K pume; ¢ Character: Extremely easy to pump and light make this unit very suitable as combined hand pallet

Strong light-weight steel structure; truck and lift table.

Reasonable design of frame & longer service life; + Quick-lift as standard with automatic transfer to normal lifting with loads over 150kg.

Three-gear handle is convenient to use, + Automatic descending speed control by a uniguely hydraulic valvethe decending speed always
keeps same regardless the truck with or without load. It will prevent cargo damage from fast

descending.

* * &+ & »

Reliable oil leak prevention hydraulic system.

+ Front support legs and adjustable stabilizers extended to the floor automatically when the forks reach
a height of 420mm, to ensure maximum stability and optimum braking.

Standard Hand Hydraulic Pallet Truck |

Integral pump;

* Ergonomic warm handle offers you simple and comfortable operation. J :

+ Heavy duty design: 4mm steel plate fork frame and larger lift piston ensure the truck to reach rated
capacity.

¢+ Conforms to EN1757-4.

Steel casting technology of the pump body;

Longer service life;

Adjustable falling speed and with overload protection;

* & & & »

Nylon wheel design is more efficient to use, suitable for machining

. =3
workshop. ! 't C |
i [
|
QL::_:ZZZZZZZ’_;Z:Z:Z:*_‘_ )
YLD20A YLD20B YLD25A YLD25B YLD30A YLD30B YLD20A-1 YLD20B-1YLD25A-1 YLD25B-1 YLD30A-1 YLD30B-1 e N Wi A :] 2] S‘
Type Economic Manual Standard Hand i - “x: :{;: g o [ %: %
Capacity kg 2000 2000 2500 2500 3000 3000 2000 2000 2500 2500 3000 3000 n ijf ReH - ﬁ j = i
Min./Max Fork Height mm 75190 | 75190 | 83/198 | 83/198 | 82/200 | 82/200 | 75/190 | 75/190 | 83/198 | 83/198 | 82/200 | 82/200 i e X 1 vag0 =
 Single Fork Width mm | 150 150 150 150 150 150 150 150 150 150 150 150 i = : g ;
Fork Width mm | 550 680 540 685 550 685 550 680 540 685 550 685 « s A15
Fork Length mm 1150 1220 1150 1220 1150 1220 1150 1220 1150 1220 1150 1220
Front Wheel (Nylon Tandem) mm | @70x60 | @70=60 | @80x70 | @80=70 | @80x60 | @80x60 | @70=60 | @70=60 | G80*70 | @80x=70 | @80=60 | @BO=60
Rear Wheel (Nylon) mm | @160=50| D160=50| @180=50| @180x50| B180=50 | @180=50| ©160x50 | @160=50| @180*50 | @180=50 | @180=50| @180x50
Net Weight kg 56 62 61 65 73 a1 58 64 63 67 75 83 N
: EEr
i? L)
)
» Mobile Weigh Cart / Scale Pallet truck CEp e A i
180 | :j 3l
¢ High accuracy with fixed load cell. ua, @ |e
* Long term reliability from a single circuit board with any extra connectors. = - . : 1
¥ L 5 [ Y
Lower power consumption, auto shut off. ' = i a el Y T 1144
1 Ll
Summation of weights with sequence number. Auto tare.

Optional thermal printer integrated with the housing.

®

&

¢ Accuracy 0.1% of the weight applied to the scale. 1kg graduation.
&

.

Small and compact electronics specially developed for mobile weighing.

YLD5210

YLD6810

YLD5215

YLD6815

YLD5210A

YLD6810A

YLD5215A

YLD6815A

Operation Type Manual

Load Capacity kg 1000 1000 1500 1500 1000 1000 1500 1500

Min. Fork Height mm 85 85 85 85 85 85 85 85
Article No. YLDZ20 / YLD44P YLDZ22 | YLD44P-1 YLD25 / YLD55P YLD25-1/ YLD55P-1 Max. Fork Height mm 800 800 800 800 800 800 800 800
Printer without/with without/with without/with without/with Fork Length mm 1140 1140 1100 1100 1140 1140 1100 1100
Load Capacity kg/lb. 2000/4400 2200/4400 2500/5500 2500/5500 Overall Forks Width mm 520 680 520 680 520 680 520 680
Min. Fork Height mm 75 75 5 75 Individual Fork Width mm 162 162 162 162 162 162 162 162
Max. Fork Height mim 200 200 200 200 Load Center mm 600 600 560 560 600 600 600 600
Fork Length mm 1150 1220 1150 1220 Front Wheel mm @75xT75 @B75x75 @75%T75 @75x75 @75x75 @75%75 @75%75 @75x75
Overall Forks Width mm 540 680 540 680 Battery AHMN - - - - 12/70 12/70 12/70 12/70
Individual Fork Width mm | 160 160 160 160 Battery Charger AN | - 2 2 2 12/10 12110 12/10 12/10
Graduation kg 1 1 1 1 MNet Weight (without battery) kg 108 112 118 125 140 147 149 157
Weighing accuracy % 0.1 0.1 0.1 0.1 Size .l 530 530 530 530 530 530 530 530
Net Weight kg 117/118 120/121 120/121 123/124 1250 1250 1250 1250 1250 1250 1250 1250

Sklad-ok.ru

Sklad-ok.ru E=S


Олег
Штамп

Олег
Штамп

Олег
Штамп

Олег
Штамп


Sklad-ok.ru

Lift Table

p Hydraulic Mobile Scissor Lift Table

+ Economic range but reliable;

+ New design to meet norm EN1570:1999;

+ New hydraulic system increases safety and protects your goods, tepless rate of lowering system remains
irrespective of the weight of the load.

STOP HANDLING EQUIPMENT SOLUTIONS & SERVICES

*« & * »

Load capacity up to 1200kg and with 1300mm max. height;

REMA Handle:

24VDC-120Ah VARTA maintenance free battery;

Step-less speed regulator and integrated hydraulic pump stations to ensure a

smooth lifting powerful and high power drive;

Heavy duty cylinders with drainage system and anti-exploded valve to stop the lift

table lowering in case of hose burst;

with anti-pinch and overload protection function;

Aluminum alloy Safety Bar fitted to the underside of the platform stops table

from lowering in the case of an obstruction;
Standard: Built-in charger;

Optional: Built-out charger.

I ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV
Lift Table

P 1.2T Mobile Electric Hydraulic Scissor Lift Table YLF120

Sklad-ok.ru

Model YLF15 YLF30 YLF50 YLF75 YLF100 YLF35T YLF70T
Load capacity kg 150 300 500 750 1000 350 700
Min.Table Height mm 220 285 285 420 380 355 445
Max.Table Height mm 720 880 880 990 990 1300 1500
Platform size mm 700x450=36 815=500 815=500 1000=510=55 1016x510x55 910x500%53 1220=610
Handle Height mm 950 990 990 990 980 975 1015
Handle Type foldable foldable foldable fixed fixed fixed fixed
Wheel size mm @#100=25 B125=40 @125%40 @147x50 @147x50 @3125x40 @125x40
Strokes =28 =27 =27 =45 =82 =53 =97
Net Weight kg 49 T 81 125 140 105 195

Sklad-ok.ru

YLF120 YLF120
Model YLF120
Driving type Electric
Operator type Pedestrian
Capacity kg 1200
Turning radius mm 1500
Driving wheel material PU
Driving wheel size mm @250%80
Grade ability (ladenfunladen) % 3/5
Brake type Electric magnetic
Drive motor power kw 1.2
Lifting motor power kw 2.2
Battery V/Ah 24/120
Platform size mm 1300=820
Min. height mm 540
Max. height mm 1300
Net weight Kg 426

Sklad-ok.ru
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Lift Table

ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV
Lift Table

STOP HANDLING EQUIPMENT SOLUTIONS & SERVICES

) Factory Direct Sale Stationary Electric Lift Table } YING-LIFT HOT SALE Electric Double Scissor Lift Table

¢ Heavy duty design 1000-4000kg; strong structure and steady performance; * Heavy duty design 1000-4000kg capacity, AC power 380V/50HZ;
+ High quality pump station is with smooth lifting feature; + High quality power unit made in Europe;
+ With anti-pinch and overload protection function; + Upper platform lifted with aluminum safety bar preventing descent on contact

+ External power pack equipped with a relief valve against overloading and a compensated flow valve for controlling lowering speed,; i GRsuchons;

+ Internal power pack equipped with relief valve against overloading and

¢ Upper platform fitted with safety perimeter to prevent descent on contact with obstructions. .
ERELP yP P compensated flow valve for controlled lowering speed,;

¢ Heavy duty cylinders with drainage system and check valve to stop the lift
table lowering in case of hose burst;

+ Safety clearance between scissors to prevent trapping during operation;
+ Self lubricating bushings on pivot points;

+ Meet EN1570 norm and ANSI/ASME safety standard.

Model YLF1000 YLF2000 YLF4000
Capacity kg 1000 2000 4000
Min. Height i 305 360 360
Max. Height mm 1780 1780 1780
Platform Size mm 1300x=820 1300x850 1700=x1200
Base size mm 1240x=640 1220x785 1600=900
Lifting time S 35-45 3545 55-65
Power 380V/50Hz 380V/50Hz 380V/50Hz
Net Weight kg 210 295 520

} Three Scissor Electric Lift Table Capacity 1.0-2.0Ton

+ Heavy duty design capacity 1000-2000kg;

Platform Height Min/Max Base Size Lift Time Net Weight + High quality power unit made in Europe;

(L*¥W) mm s kg

Platform Size

mm (L*¥W) mm

+ Upper platform lifted with aluminum safety bar preventing descent on contact

YLF1001 1000 205/990 1300=820 1240=640 20-25 380V/50Hz 160 g ; -

YLF1002 1000 205/990 1600=1000 1240=640 20-25 380V/50Hz 186 piit eacinichions;

YLF1003 1000 240/1300 1700%850 1580x640 30-35 180V/50Hz 200 + Internal power pack equipped with relief valve against overloading and
YLF1004 1000 240/1300 1700%1000 1580%640 30-35 380V/50Hz 210 compensated flow valve for controlled lowering speed:;

YLF1005 1000 240/1300 2000=850 1580640 30-35 380V/50Hz 212 ¢ Heavy duty cylinders with drainage system and check valve to stop the lift
YLF1006 1000 240/1300 2000x1000 1580=640 30-35 380V/50Hz 223 table lowering in case of hose burst;

LRI il SR LN S ISR e ol ) + Safety clearance between scissors to prevent trapping during operation;
YLF1008 1000 240/1300 2000=x1700 1580=1320 30-40 380V/50Hz 430

YLF2001 2000 230 /1000 1300x850 1220x785 20-25 380V/50Hz 235 ¢ Self lubricating bushings on pivot points;

YLF2002 2000 230/1000 1600=1000 1220=785 20-25 380V/50Hz 268 ¢+ Meet EN1570 norm and ANSI/ASME safety standard.

YLF2003 2000 250/1300 1700=x850 1600=785 25-35 380V/50Hz 289

YLF2004 2000 250/1300 1700=1000 1600=785 25-35 380V/50Hz 300

YLF2005 2000 250/1300 2000=850 1600=785 25-35 380V/50Hz 300

YLF2006 2000 250/1300 2000x1000 1600=785 25-35 380V/50Hz 315

YLF2007 2000 250/1300 1700x=1500 1600=1435 25-35 380V/50Hz 415

YLF2008 2000 250/1400 2000x1800 1600=x1435 25-35 380V/50Hz 500 Model YLF1000B YLF2000B
YLF4001 4000 250/1400 1700x1200 1600=900 30-40 380V/50Hz 375 Load Capacity kg 1000 2000
YLF4002 4000 240/1050 2000=1200 1600=900 30-40 380V/50Hz 405 Min. Height mm 470 560
YLF4003 4000 240/1400 2000x1000 1980=900 30-40 380V/50Hz 470 Max. Height mm 3000 3000
YLF4004 4000 300/1400 2000=x1200 1980=900 35-40 380V/50Hz 490 Table Size mm 1700=1000 1700=1000
YLF4005 4000 300/1400 2200=1000 1980=900 35-40 380V/50Hz 480 Base Size mm 1600=1000 1606=1010
YLF4006 4000 300/1400 2200x1200 1980=900 35-40 380V/50Hz 505 Lifting Time S 35-45 50-60
YLF4007 4000 300/1300 1700=1500 1620=1400 35-45 380V/50Hz 570 Power supply 380V/50Hz 380V/50Hz
YLF4008 4000 300/1300 2200x1800 1620=1400 35-45 380V/50Hz 655 Net Weight kg 450 750

BEZ Sklad-ok.ru
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Lift Table

- ONE-STOP HANDLING BQuIPMENT SoLtTioxs & SRV - Sklad-ok.ru
Lift Table

» Four Scissor Electric Lift Table Capacity } U Low Profile Electric Lift Table

+ Heavy duty design with 400-800kg capacity; #* Lift table with "U" Shaped Top Platform;

* Meet EN1570 norm and ANSI/ASME safety standard. * "U" shaped tables are specially for handling pallets, no need for a pit or load ramps;

+ High quality power unit made in Europe; + Heavy Duty Design 1500-1500kg;

¢+ Upper platform lifted with aluminum safety bar preventing descent ¢ Meet EN1570 norm and ANSI/ASME safety standards;
on contact with obstructions; * Remote Power pack with pedestal and controls, protected to IP54;

* Internal power pack equipped with relief valve against overloading and ¢ Upper platform fitted with safety perimeter to prevent descent on contact with
compensated flow valve for controlled lowering speed; obstructions:

* Heavy duty cylinders with drainage system and check valve to stop the lift ¢+ 24V control box with UP and DOWN buttons and emergency stop;

table lowering in case of hose burst;

* External power pack equipped with a relief valve against overloading and a
compensated flow valve for controlling lowering speed,

+ Safety clearance between scissors to prevent trapping during operation.

* Hose burst safety valve to stop the lift table lowering a case of hose breakage. o]
Model YLF400B YLF800B
Capacity kg 400 800
Min. Height i 600 206 Model ‘ YLF600U YLF1000U YLF1500U
Max. Height mm 4140 4210 Capacity . kg 600 1000 1500
Platform Size mm 1700%1000 1700x1000 F!Iatfnrm Size mm 1450%985 1450%1140 1600%1180
Base Size mim 1600%1000 1606x1010 2o mm 200 280 300
Lifting Time g 30-40 70-50 EfzeE mm 1080 1080 1194
Descending Time S 30-40 75-85 SizeC | | mim 585 580 580
Pump station 380V/2 Zkw 380V/2 Zkw Fiatfnrnl'u Min./Max. Height mm 85/860 85/860 105/860
Net Weight kg 800 858 Base Size mm 1335x947 1335x947 1335%947
Lift Time S 25-35 25-35 20-40
Power supply 380V/50Hz 380V/50Hz 380V/50Hz
Net Weight kg 207 280 380

) Super Low Profile Lift Table

+ Closed height only 10mm, no ramp needed for pallet;

) Super Low Electric Hydraulic Scissor Lift Table

* Mechanical safety chocks for maintenance;

+ These tables achieve a super low closed height, eliminating the need for a
pit installation;

*+ Meet EN1570 norm and ANSI/ASME safety standards;
+ Remote power pack with pedestal and controls, protected to IP54;

¢ Heavy duty design 500-1500kg load capacity;

+ Super low CONCAVE table with front/rear lamp; can be installed
without pits on ground;

¢ European original high-quality AC power supply components IP
grade: I[P 54,

*+ Power supply: AC 380V/30HZ/3 phase;

+ Anti-overload valve and flow compensated valve, precisely control

+ Upper platform fitted with safety perimeter to prevent descent on contact
with obstructions;

+ 24V control box with UP and DOWN buttons and emergency stop;

+ External power pack equipped with a relief valve against overloading and a

compensated flow valve for controlling lowering speed;

of lowering speed;
¢ Hose burst safety valve to stop the lift table lowering in case of hose sk

breakage; + Safety device beneath the table ensures the table stopped lowering
+ Removable lifting hooks to facilitate handling and installation of the lift UMLINRIS 15 Obstacls;
table. + Auto lubrication guide rings on pivot points, reducing friction between
components.
Capacity Min./max. table height Table Size Base Size Lifting Time MNet Weight
mm (LxW) mm (L=W) mm S kg

YLF1001C 1000 85/860 1450=1140 1325%1074 25 380V/50Hz 357
YLF1002C 1000 85/860 16001140 1325%1074 25 380V/50Hz 364
YLF1003C 1000 85/860 1450=800 1325x%734 25 380V/50Hz 326 YLFS00X YLF1000X YLF1500X
YLF1004C 1000 85/860 1600x%800 1325x734 25 380V/50Hz 332 Capacity kg 500 1000 1500
YLF1005C 1000 85/860 1600%1000 1325%734 25 380V/50Hz 352 Table Size mm 1270%1100 1270=1100 1270%1100
YLF1501C 1500 105/870 1600=800 1325%734 30 380V/50Hz 302 Table Height mmm 25-800 35-800 35-800
YLF1502C 1500 105/870 1600%1000 1325%734 30 380V/50Hz 401 Lifting Time S 25-30 25-30 25-30
YLF1503C 1500 105/870 16001180 1325%734 30 380V/50Hz 415 Battery V/Hz 380/50 380/50 380/50
YLF2001C 2000 105/870 1600=1180 1427%1114 35 380V/50Hz 419 Table Overall Size(without Pump station)  mm 15156%1715x250 1515%1715%250 1515%1715%250
YLF2002C 2000 105/870 1600=1000 1427=734 35 380V/50Hz 405 Met Weight kg 315 395 470
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Forklift Attachment

) Forklift Maintenance Platform NK28A

+ High quality power pack unit provides a steadily lifting;
+ Conforms to Health and safety Guidance PM28 and GNZ28 standard;
+ Standard: 12VDC-120Ah Battery VARTA also can be to forklift power,;
¢ Optional: Ac power
¢+ Anti-exploded valve to prevent rapidly lowering;
¢ Can be easily work with 2T or more forklift;
¢ The connections with forklift are with triple insurance:

A: Two bolts to fix;

B: two chain to buckle;

C: Four fixed T bolt onto forklift to ensure a high safety & reliability.
+ Regular to check those rotating parts, and be properly lubricated.

Can be easily work with 3T or more forklift.

Model MNK28A
Capacity kg 280

Lifting height mm 3180

Deck size mm 1000=800
Power pack ViIwW 12/1200
Battery V/Ah 121120

MNet weight kg 426
Overall size mm 2140=1000=2000

Sklad-ok.ru

ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV - SKlad-oK. ru
Forklift Attachment

P Mobile Forklift Maintenance Platform NK28B

*
*
+
+
*
L 4
*
L4

*

High quality power pack unit provides a steadily lifting;
Conforms to Health and safety Guidance PM28 and GNZ28 standard;

Standard: 12VDC-120Ah Battery VARTA also can be to forklift power;

Optional: Ac power

Anti-exploded valve to prevent rapidly lowering;
Applicable to use on the ground, and ensure the supporting leg is fixed on the ground;
Can be easily work with 2T or more forklift;

The connections with forklift are with triple insurance:

A: Two bolts to fix;
B: two chain to buckle:

C: Four fixed T bolt onto forklift to ensure a high safety & reliability.

Regular to check those rotating parts, and be properly lubricated.

Suitable for hand push on the ground,

and also can be easily work with 3T or more forklift.

Maodel NK28B

Capacity kg 280

Lifting height mm 3180

Deck size mm 1000=800
Power pack VIW 12/1200
Battery - V/Ah 121120
Net weight kg 490
Overall size mm 2200x2060x1020
Wheel size mm Nylon @150=50

) Foldable Maintenance Platform

* & * &+ »

Swing-out guardrail with safety pin, slip-resistant floor with drainage holes at the

bottom and crash barrier which ensure safety;

Manned platform is fixed to the forklift by safety pin and chains to ensure safety;

Easy to dismantle and install; occupies small room for storage;

Meets European Union PM28 and GN48 safety and health standards;

Optional to equip swivel casters for convenient moving;

Popularly used for working at heights and maintenance and repairing work.

e
e ,g,
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LR ﬁ*yﬂ“:"“’ A
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-

T
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1000(MEI0B) L350
T00OMEI0CE)

Model NK30B NK30C

Load Capacity kg 300 300 300

Net Weight kg 105 110 12

deck size mm 950=950 1000x1000 10001200

Sklad-ok.ru
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Forklift Attachment Forklift Attachment

) Fork Hook ) Extension Fork

¢ Converts forklift into a mobile crane in seconds; Type EX open-end extension fork sleeve

¢ Adjustable mounting position along the length of the fork; ¢ Heavy-duty, high-strength, 8mm thick high-quality steel plate, strong and durable;
¢ Secured connect to forks by thumb screw: ¢ Suitable for operating large or long pallets;

¢ Swivel hook includes safety latch. ¢ The bottom is open type, easy to install;

¢ The end part is welded with steel snap ring to ensure that the extended fork will not
slide during use;

+ Sell by a pair (two pieces) .

Note: When there is no suitable product, we can tailor-make it for you.

Attention:

* The length of cargo fork after lengthening shall not exceed 150% of the length of the
original cargo fork;

+ It is recommended that the forklift truck be fitted with the harness with the written
consent of the forklift truck manufacturer:

* The lengthened fork length shall not exceed 150% of the original fork length, that is,
the lengthened fork length shall not be installed on the original fork length less than
“the minimum fit fork length” ;

+ The load decay curve of the forklift must be considered to ensure the safety

¢ Lengthening fork each beyond the original fork 25 mm, the load will be reduced
according to the following theoretical data;

¢ 2000kg forklift:77kg/25mm
+ 2300kg forklift: 73kg/25mm

MKS5 MK10 MK25 + 2500kg forklift:70kg/25mm

Length of Extension Applicable Fork Width Min. Applicable Fork Length Net Weight

(mm) (mm) (mm) (kg)

EX484 1219 100 813 35

EX604 1510 100 A 1017 | 44

EX724 1830 100 1220 s

EX824 2085 100 1390 60

EX844 2134 100 1423 62

EX964 2435 100 1623 70

EX485 1219 125 813 39

EX605 1510 125 1017 49

EX725 1830 125 1220 59

EX825 2085 125 1390 67

EX845 2134 125 1423 69

EX965 2435 125 1623 79

EX985 2485 125 1657 82

EX486 1219 150 813 43

EX606 1510 150 1017 53

MK40 MKS0 EX726 1830 150 1220 64

EX826 2085 150 1390 66

EX846 2134 150 1423 75

Model MKS MK10 MK25 MK40 MKS0 EX966 2435 150 1623 85
Load Capacity kg 500 1000 2500 4000 5000 EX986 2485 150 1657 88
MNet Weight kg 6.5 14 20 30 45 EX1026 2590 150 1725 92
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ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV - Sklad-ok.ru
Forklift Attachment

Sklad-ok.ru S0P HANDLING EQUIPMENT SOLUTIONS & SERVICES
Forklift Attachment

} Horizontal Telescopic Fork Mounted Jibs } Dip-angle Telescopic rotatable fork mounted Jibs

+ Convert a forklift truck into a mobile crane to reach and * The lifting arm can adjust different rotation Angle in 5 different holes.The hook is rotatable

transport long and awkward loads from inaccessible location; B S Saley fatchT

* Vertify load center of forklift truck: + With two locking screw and safety heavy chains to ensure fork not to shift or slip;

* The adjustable telescopic super long lifting arm is suitable for the area where the forklift is not
easy to enter for operation ,especially suitable for lifting long strip goods in containers with
forklift.

+ With two locking screw and safety heavy chains to ensure fork not to shift or slip;

¢ Applicable fork sectional size =180x60mm(WxT);

¢+ Supplied complete with one safety swivel hook with bow shackle & one rigid hook.

Model YLAO1 A B C D E F G H | J K L M
Length Positions mm 730 960 1180 1420 1650 1880 2115 2345 2575 2805 3035 3265 3495
Capacity kg 3000 2280 1840 1542 1327 1164 1035 933 850 780 721 670 626
Fork opening mm 284

Fork pocket mm 180x=60

Overall size (LxW=xH) mm 2150=660x325

Net Weight kg 188

» Dip-angle Telescopic Fork Mounted Jibs

+ Convert a forklift truck into a mobile crane to reach and transport long and awkward
loads from inaccessible location;

+ Adjustable three dip-angle positions--0°, 13° and 26°;
+ \ertify load center of forklift truck;

+ With two locking screw and safety heavy chains to ensure fork not to shift or slip;

+ Supplied complete with one safety swivel hook with bow shackle & one rigid hook.

Model YLBO1 C D E F G H I J K L M N
0 Length Positions mm 760 990 1220 1450 1680 1910 2140 2375 2605 2835 | 3065 3295 3525 3755
Capacity kg | 3000 2303 1869 1572 1357 | 1194 | 1065 960 875 804 744 692 647 607
4ae | Length Positions mm 740 | 965 | 1190 | 1415 | 1640 | 1865 | 2090 | 2319 | 2544 | 2769 | 2994 | 3219 | 3444 | 3669
Capacity kg | 3081 2363 1916 1611 1390 1223 1091 983 896 823 762 708 662 621 Model YLCO1 A B C D E F G H
o5 Length Positions mm 710 919 1127 1336 1544 1752 1961 2174 2382 2591 2799 3007 3216 3424 Length Positions rmm 1195 2090 2319 2548 2776 3005 3233 3462
Capacity kg | 3211 2481 2023 1707 1477 1301 1163 1049 957 880 815 758 709 666 Capacity kg 2000 1144 1031 938 861 795 739 690
Fork opening mm 166 Fork opening mm 516
Fork pocket mm 180=74 Fork pocket mm 180%65
Overall size (LxW=xH) mm 2410x540x525 Overall size (LxW=xH) mm 2100x910=500
Net Weight kg 240 Net Weight kg 238
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Hand Truck

» Fold-down Cylinder Hand Truck

+ Designed to transport oxygen cylinder and acetylene cylinder with ease;

+ Easy fold-down for storage;
+ All steel metal construction;

+ Solid rubber wheels are with wear-resisting usage.

TY120

TY120

TY120

Hand Truck

) Fold-down Stainless Steel Cylinder Hand Truck

* Designed to transport oxygen cylinder and acetylene cylinder with ease;

+ Easy fold-down for storage;

+ All steel metal construction:

+ Solid rubber wheels are with wear-resisting usage.

TY120A/B

TY120A/B

'L

ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV - Sklad-ok.ru

TY120A/B

TY130A/B

TY130A/B

TY130A

TY130A/B

TY130B

TY130
Model TY120 TY130
Material Carbon steel Carbon steel
Capacity kg 120 200
Cylinder diameter mm @140-300 &140-300
Solid rubber wheel mm Front @200x40 Rear @75x30 Front @200=40 Rear @75=30
Net weight kg 18 25

Sklad-ok.ru

Type Single cylinder type Single cylinder type Double cylinder type Double cylinder type
Material 20158 30455 20188 30488

Capacity kg 120 200 200 200

Cylinder diameter mm 2140-300 2140-300 2140-300 2140-300

Solid rubber wheel mm | Front @200x40 Rear @75x30| Front @200x40 Rear @75x30|Front @200x40 Rear @75x30 | Front @200x40 Rear @75x30
Net weight kg 15 15 21.5 21.5
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Hand Truck Hand Truck

) Bottle Hand Truck ) 201 Stainless Steel Platform Trolleys
+ Solid rubber wheels are with wear-resisting usage; + Heavy duty design with load capacity of 500kg-1000kg;

+ Easy fold-down for storage; + All 201 stainless structure, including wheel frames and boilts;
+ With Chain to protect the bottle; + Silent Casters: two swivels and two rigid;

¢ Used for move the bottles. + Widely used in medicine factory, food factory, supermarket and various plants;

¢ Material SUS304 is available.

Net weight Platform size Platform height Handle Height Wheel size
(KG) (mm) (mm) (mm) (mm)

LF2436 500 23.7 610x915 215 840 @125=50 (PU)
LF2448 500 28 610x1220 215 840 @125=50(PU)
LF3048 500 30.5 760x1220 215 840 @125=50 (PU)
LF3060 500 35.5 T60%1525 215 840 @125x50 (PU)
LF3672 500 44 .5 915%1830 215 840 @125=50 (PU)
MF2436 1000 247 610%x915 240 865 @150=50 (PU)
MF2448 1000 29 610x1220 240 865 @150=50 (PU)

= MF3048 1000 31.5 T60%x1220 240 865 @150=50 (PU)
MF3060 1000 36.5 760%1525 240 865 @150=50 (PU)
MF3672 1000 45.5 915x1830 240 865 @150=50 (PU)
NF2436 600 35 610x915 280 905 @200x50 (rubber)
NF2448 600 3_5_:_5 610%1220 280 905 @200x50 (rubber)
NF3048 600 38 T60%x1220 280 905 @200x50 (rubber) 3
NF3060 600 43 760%1525 280 905 @200x50 (rubber)
MNF3672 600 52 915%1830 280 905 @200=50 (rubber)

) Heavy-duty Steel Platform Trolley

+ Heavy duty design with big load capacity of 450kg-900kg;
+ Pluggable and flexible handle;
+ Casters: two swivels and two rigid;

+ Widely used in medicine factory, food factory, supermarket and various plants.

MNet weight Platform size Platform height Handle Height Wheel size
(KG) (mm) (mm) (mm) (mm)

YF2436 450 26 610x915 215 840 @125x50 (PU)

YF2448 450 31 610x1220 215 840 @125x=50 (PU)

YF3048 450 35 760%1220 215 840 @125=50 (PU)

YF3060 450 39 760x1525 215 840 @125x50 (PU)

TY140 TY140A/B TY140A/B YF3672 450 50 915x1830 215 840 @125x50 (PU)

XF2436 900 27 610x915 240 865 @150=50 (PU)

XF2448 900 32 610x1220 240 865 @150=50 (PU)

XF3048 900 36 760x1220 240 865 @150x=50 (PU)

Madel TY140 TY140A TY140B XF3060 900 40 760x1525 240 865 @150=50 (PU)

Material galvanize 20188 30458 XF3672 900 51 915x1830 240 865 @150x=50 (PU)
Capacity kg 280 280 280 ZF2436 540 33.5 610x915 280 905 @200=50 (rubber)
MNet weight mm 24 21 21 ZF2448 540 38.5 610x1220 280 905 @200=50 (rubber)
Cylinder n_ii_af_net_ar mm @300-3500 ESG{}-{E‘.I'SI]H @300-2500 ZF3048 540 42.5 760=x1220 280 905 @200=50 (rubber)
Front wheel mm Rubber @200x50 Rubber @200=50 Rubber @200x50 | ZF3060 540 46.5 760x1525 280 905 @200=50 (rubber)
Rear wheel mm PU @75x30 PU @75=30 PU @75x=30 ZF3672 540 o5 915x1830 280 905 @200x=50 (rubber)
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Sklad-ok.ru S0P HANDLING EQUIPMENT SOLUTIONS & SERVICES
Hand Truck

4

Light Duty Aluminum Platform Truck

Patterned Aluminum Platform; 7 !

Light weight, corrosion-resistant, aluminum platform trucks have a clean, handsome appearance and are
built for heavy-duty use, |

Unitized box frame is made of high strength all wedded aluminum channel with heavy duty deck;

Corner sockets at both ends allow handles to be used on either or both ends of truck:
Two swivel and two rigid casters for smooth mobility;

Popularly used for hot, wet applications like front office, stock room, warehouse, dock area, or laboratory.

p Aluminum Rail Hand Truck

ANDLING EQUIPMENTSOLUTIONS 6 SERY Sklad-ok.ru
Hand Truck

+ The aluminum rail hand truck has simple structure, convenient use, easy maintenance, large

loading capacity, less pollution, corrosion resistance and anti-flaking,light weight;

MNote: The load should be reasonably distributed according to the loading capacity of the
platform, and overloading isn't allowed.

+ Widely apply to many industries such as subway, rail, cargo storage and transportation;
+ Equipped with four high-strength insulated nylon wheels;

+ With manual clutch brake device, it should be released in time when running, brake with two
hands, and forced to push under non-brake state;

Capacity Net weight Platfarm size Platform height Handle Height Wheel size
(kg) (kg) (mm) (mm) (mm) (mm)
UF2436 400 14 610x915 200 900 @125=50 (PU)
UF2448 400 16 610x1220 200 900 @125x50 (PU)
UF3048 400 16.5 760x1220 200 900 @125x50 (PU)
UF3060 400 18.4 760x1525 200 900 @125x50 (PU)
UF3672 400 21.8 915x1830 200 900 @125x50(PU)
VF2436 500 15 610x915 235 930 @150=50 (PU)
VF2448 500 17 610x1220 235 930 @150x50 (PU)
VF3048 500 17.5 760x1220 235 930 @150x50 (PU)
VF3060 500 19.4 760x1525 235 930 @150=50 (PU)
VF3672 500 22.5 915x1830 235 930 @150=50 (PU)
WF2436 350 21.5 610x915 265 970 @200=50 (rubber)
WF2448 350 23.5 610x1220 265 970 @200=50 (rubber)
WF3048 350 24 760%1220 265 970 @200x50 (rubber)
WF3060 350 26 760x1525 265 970 @200=50 (rubber)
WF3672 350 29.5 915x1830 265 970 @200x50 (rubber)

) Heavy Duty Aluminum Hand Platform Truck

* *» + »

L

Casters: two swivels and two rigid;

Patterned Aluminum Platform:

Heavy duty design with the big load capacity 550-1350kg;

Corrosion-resistant, aluminum platform trucks have a clean, handsome appearance and are built for !
heavy-duty use;

Corner sockets at both ends allow handles to be used on either or both ends of truck:

Unitized box frame is made of high strength all wedded aluminum channel with heavy duty deck.

Model GD700
Loading capacity Kg 700
Whole size mm 1856=800x=120+100
Platform height mm 120
Coaming height mm 100
Caster size mm @110-80=145x=4
Distance between two caster mm 1420
Hand brake set 2
Handle height mm 930
Net weight kg 48.6

) Steel hand truck

Capacity Net weight Platform size Platform height Handle Height Wheel size
(kg) (kg) (mm) (mm) (mm) (mm)
AF2436 900 205 610=x915 236 910 @125=50 (PU)
AF2448 900 23 610x1220 236 910 @125x50 (PU)
AF3048 900 25 760=1220 236 910 @125=50 (PU)
AF3060 900 A 760=1525 236 910 @125=50 (PU)
AF3672 900 32 915x1830 236 910 @125x50 (PU)
BF2436 1350 21.5 610=x915 260 940 F150=50 (PU)
BF2448 1350 24 610x1220 260 940 @150=50 (PU)
BF3048 1350 26 760=1220 260 940 @150=50 (PU)
BF 3060 1100 28 760x1525 260 940 @150x50 (PU)
BF3672 1100 33 915x1830 260 940 @150=50 (PU)
CF2436 550 28 610=915 300 980 @200=50 (rubber)
CF2448 550 30.5 610x1220 300 980 @200=50 (rubber)
CF3048 550 32.5 760x1220 300 980 @200=50 (rubber)
CF3060 550 34.5 760=1525 300 980 @200=50 (rubber)
CF3672 550 39.5 915%1830 300 980 @200=50 (rubber)

Sklad-ok.ru

+ Large steel platform , strong load capacity, simple
structure and flexible operation;

+ Detachable handle, small packaging size and
convenient transportation;

¢ Suitable for home decoration, workshop, warehouse,
floor, tile and other transporting.

Model MC100

Wheel size mm @150x50

Whole size mm 085x915x750

Capacity kg 1000

Platform height mm 245

Handle height i 985 <
Net weight kg 61 MC100

Sklad-ok.ru
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Hand Truck Lifting Equipment

D Brake hub installation hand truck J ) Wire Rack
Scope Of Application

+ All components are welded with high strength carbon steel;
+ Apply to transporting , loading and unloading the brake hubs of car; + Supporting the wire disc with using the matching fork when placing the wire in the wild;
+ With handwheel lifting and tilt control for aligning and positioning the hub; + The modular structure makes it easy to disassemble packaging and transportation.

¢ The whole truck is flexible, light and convenient. Pracaitions

+ Apply to using on the ground in the wild,

+ The speed of the take-up rack should be less than 2Km/h and
cannot be steered;

¢ The load of wire reel should be reasonably distributed
according to the load capacity of the take-up rack and the
forklift attachment, and overload or partial load isn't allowed;

¢ Each runner bearing and shaft part should be inspected regularly every 3 months,
add lubricating oil (fat), check and lock each pin and moving parts;

+ Lock the T-screw to prohibit shifting with the fork;

+ When releasing and receiving the line, it should be braked with manual timely, and
forced to push under the non-braking state;

Miodel L G350 + Special note: This machine is non-insulating antistatic material to avoid electrical
Wheel size mm @200=45 SRy Sorvcents; :
Net weight kg 22.6 L G350 + It is banned to using this machine when the temperature is more than 120'Cand the < s 08
environment with strong acid, phenol, chlorine, sodium hypochlorite, barium
chloride, etc.

P Semi-electric Roll Reversing Stacker

¢ The C" frame structure made by special rolling process combines with the joint
venture hydraulic pump station and brand battery, which is efficient, solid and safe;

+ Lightweight and convenient to grab the roll from the ground, the round material is
transported and raised by 90° to achieve easy loading;

+ High-strength wear-resistant cylinder system, each unit device adopts domestic and
international famous brands to achieve hydraulic clamping and lifting;

¢ Hydraulic rotation, manual moving;

+ Apply to the printing industry, the roll film industry and achieve transporting ,loading
and unloading round materials.

Capacity of the stacker can be produced according to customer's requirment .

TYX-2 TYX-3

Model ZJ100

Front wheel size mm B@80x55

Rear wheel size mm @150x50 Model TYX-1 TYX-2 TYX-3
Diameter of roll mm @2650-@800 Capacity kg 1000 2000 3000
Power of pump station kw/h 1.6 Applicable coil diameter mm @300-@1000 @1000-@31500 @1500-32500
Battery AHN 12012 Applicable coil width mm 300-750 300-800 300-1000
Net weight kg 355 21100 Net weight kg 30.8 33.5 180

Sklad-ok.ru Sklad-ok.ru ESE
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Sklad-ok.ru  ST0PHANDLING BQUIPMENT SOLUTIONS & SERVICES ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERV -~ Sklad-ok. ru
Lifting Equipment Lifting Equipment

} High Quality Hydraulic Furniture Mover } Hydraulic Jack

#+ Hydraulic lifting mechanism, to turn direction by handle; Compact and stable construction;

+ Used for handling or move the furniture or tool cabinet; Can be used in any position;

+ Sales in pairs.

*
*
+ Housing revolves 360 degrees.
@

Lowering speed can be accurately adjusted,

+ Protected against overloading;
¢ Pump lever is removable;

+ According to CE and US standard USA ASME/ANSI B30.1.1986.

Model HMS50 HM100 HM250
Load Capacity tons 5 10 25
Lifting Range of Foot mm 25-230 30-260 58-273
Lifting Range of Head i 368-573 420-650 505-720
Max. Lever Force kg 38 40 40
VL180A/B Net Weight kg 25 35 102

Model YL180A YL180B

Capacity kg 1800 1800 ’ . g .

{ifing:HolHE — e e Professional Hydraulic Machiney Jack
Bearing Surface Size mm 600=60 600=60 ‘

Roller Diameter (PU) mm @150 @150 ¢ Conforms to CE safety standard;

Overall Size mm T780=400=1230 780=400%1300 + TB100 Static loading capacity on top 10 tonne;

et Vot kg =0 ol + TBZ200 Static loading capacity on top 20 tonne.

» Manual Furniture Equipmemt Mover

+ Safety operated by one person;
¢ Robust lifting mechanism;

¢+ Sold in one set only.

Model TB100

Model YLE0R

Lifting Capacity on Top kg 75 15
Operation Type Screw lift Lifting Capacity on Toe kg 6000 12000
Load Capacity kg 600 Lifting Stroke _ mm | 160 | 140
Lifting Height mm 300 Lifting Range of Top mim 320-560 325-545
Lifting Plate mm 225x120 Min. Loading Height Using Lifting Toe mm 35 40
Wheel mm @125, Alu.& Polyurethane Lifting Range of Toe mm 160 -
Overall Size LxWxH mm 570=390=780 Min. Loading Height Using Lifting Toe at Max. Adjustment mm 35-195 40-260
Net Weight kg 25 Net Weight kg 25 69
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Lifting Equipment Lifting Equipment

} Heavy Duty Foldable Euro Shop Crane } Electric Single Shop Crane

Larger capacity than normal shop cranes at 3 position; + High-power walking drive wheel;

Relief valve to prevent overload; + Joint venture hydraulic pump station, lasting power of Valta free maintenance battery ;

+ High-quality cylinder, heavy-duty design, easy to adjust the arm
distance through the cylinder;

*

*

+ 125% overload testing before delivery;

¢+ Foldable design, convenient for storage and transportation;
2

Conforms to CE safety standard. + With safety valve, foldable design and small package size;

¢ Suitable for areas where the forklift can't enter to operate.
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¢ o 8H B '
et sl R el "
Capacity (kg) Dimension (mm} W2  Overall Widthimm) N.G.(kg)
YLKS00A | 500 425 350 1354 165 1582 897 102 2080 | 1920 130 330 470 | 960 960 75
YLK1000A| 1000 | 800 700 1597 190 1749 | 1231 150 2450 | 2320 - 280 460 | 1100 1100 115
YLK2000A| 2000 | 1700 | 1500 | 1626 208 1911 1293 150 2490 | 2330 - 250 590 | 1170 1170 165
} Semi-electric Single Shop Crane
+ Instead of a forklift to become a small mobile crane; o 2 B
-
+ Wide range of lifting angles, adjustable telescopic long arm; — |3
+ Suitable for areas where the forklift can't enter to operate foldable N
legs,small package volumn, convenient for transportation. 2
MNote: The load attenuation curve must be considered during using to
ensure safety.
D250
20890
2045 ,
1800 ‘.
1756 i { =
1610 _g:éi 565 F
B85 <1000kg k&
Model YLEO1 A B C D = F
$ ¢ 5 & e Dimension mm 1440 2300 2500 2700 2900 3100
3 3 b b i 2o B # Capacity kg 1000 342 290 250 220 200
@ ™ 40° Dimension mm 1004 1638 1787 1935 2083 2231
Capacity kg 1100 565 430 345 290 250
g Width of Inner legs mm 985
Width of Out legs mm 1170
SINI: N igh k 568
1440 =1000kg | Model YLDO1 et weight g
Eai’gm Front wheel size mm @150x50 Front wheel size mm @150x50
2700 Auxiliary wheel size mm @AT75%30 Auxiliary wheel size mm @75%30
2900
420 3100 <200kg MNet weight kg 466 Drive Wheel size mm @250%=80
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ONE-STOP HANDLING EQUIPMENT SOLUTIONS & SERY -~ Sklad-ok.ru
Aerial Work Platforms

Sklad-ok.ru S10PHANDLING EQUIPMENT SOLUTIONS & SERVICES
Aerial Work Platforms

) Safety Fence ) Pallet Rotator

# Carton packaging, with installation wrenches, detachable installation; + Selecting joint venture hydraulic pump station, and the lifting is stable and powerful;

¢ Using high strength rectangular tube, and equip cushioning pads to ¢ High-quality cylinder, hydraulic clamping,rotation and lifting in one;

reduce noise; + The process of turning the pallet needs to be completed after the pallet is clamped

+# The bottom plate is fixed to the ground with an expansion screw after and lifted up by 300 mm;

asaemiNe, WICh I fiem-ans aate; ¢ The door frame is made of high quality I-beam, which is high in strength and durable:

+ Widely apply to workshops with barrier-free steel structures;

=k
4

+ Widely apply to chemical, food, medical and other industries to rotate whole pallet up

+ Regularly check the reliability of the entire structure, to 180°

¥

i E-!'l:-.-h"‘-
all frame components should be straight; }'-- o, gy WO
+ Fasteners should be locked without damage. 'i J & A
3040 g & s B
Model MG1000 MG2000 /= 2200 5 pfi b
Sizeoffence ~ mm |  1632x1955x1985 2000%1955%1985 % P . = % —T—T1 Bl
Rotation angle " a0 90 i -E : i
Net weight kg 75 82 .ﬂ:: = < ‘ ' :
g f S { |
» Industrial Steel Rolling Ladders = = = - 1 &
1 e =
Capacity 350Ibs/160kg: \ g
1 I -

YL10

Perfect for use in warehouse, stockroom and maintenance areas:

*
*

+ Built to endure heavy everyday use;

+ |Increase productivity with speedy relocation;
%

Two castors and two wheels for ease of movement on ladders
with 4 steps and more;

¢ Non-slip steel steps.

Capacity(kg) No. of the Step  Height to Top Step(mm) Castor/Wheel{mm) Overall package size(mm) N.W.(kg)
YLM351 160 1 255 420x700x750 8.5
YLM352 160 2 510 620x720x1110 16
YLM353 160 3 765 830x720%1370 21
YLM354 160 4 1020 PU@100x30 1220%900%1830 57
YLM355 160 5 1275 PU@100x30 1450%900%2090 67
YLM356 160 6 1530 PU@100%30 1670%900%2340 77
YLM357 160 7 1785 PU@100x30 1890%900%2600 87 110
YLM358 160 8 2040 PU@100%30 2100x900x2850 97 125
YLM359 160 g 2295 PU@100%30 2320x905x3100 110 140
YLM3510 160 10 2550 PU@100%30 2545x905%3340 120 155
YLM3511 160 11 2805 PUG100x30 2770x905x3595 130 170
YLM3512 160 12 3060 PU@100%30 2995%905x3850 140 185

P Rolling step stool-steel type

l 'l Tl T Electrical control cabinet size (LxWxH) mim 305(L)=402(W)=880(H)
¢ Rolling Step Stool is safe for indoor use; ! ': - Mﬂﬂhileﬁ size(LxWxH) mm 2200(L)*1920(W)x2155(H)
: Clamping range mm 1070-1890

+ Spring loaded casters for rolling and retract; Capacity kg 250 2 r-ﬁ | ' Lifting height mm 300
¢ Rubber ring around the base; Top Dia. mm 290 i g 1 - e Safe fence size (LxWxH) mm 3040(L)*3000(W)x1870(H)
+ Non-slip rubber surface on each step; =00 LS, ihe aaf Iﬁ L 2 ikl E2UNGZ- 2R

: Height to top step mm 435 o Rotate angle ] 180
+ Powder coating on steel construction; G.W. kg 6 1 e — —l i Capacity kg 1000
+ Easy assemble without need for tools. N.W. kg 5 305 Net Weight kg 1900
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