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COMPANY PROFILE

AFIEN

Hebei Aipuda Hoisting Equipment Manufacturing Co., Ltd. Specialize in producing spring
balancer,medical balancer, Q track,coaster device and accessories.Since established
in 1993,the company has paid great attention to the products’ quality.lts products
had passed 1SO9001:2000 International Quality System Certificate in August 2002.
The company always insist on:scientific management,quality refinement,technological
innovation,abide contracts.

The products are widely applied in famous automakers,like Shanghai Volkswagen,
Shanghai GM,Guangzhou Toyota and Beijing Hyundai etc.Exported to India,Vietnam,
Iran and other countries,the products have got recognition from both new and old

customers.
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INTRODUCTION

ENDO spring balancer are widely applied to automobile industry, motorcycle, household appliances,
ship, oil field, machinery manufacturing.Whether in the production line or in various forms of station
overhaul,spring balancer can be used in all places using hand tools and lifting devices.

Spring balancer can hold the tools suspended in the hollow and work for flexible position of the tools.
Workers can enjoy comfortable operation with less fatigue.

ENDOSPRING BALANCER CAN PLAY THEIR ACTIVE PARTS IN

A Suspending a tool for product assembily line.
A Frequent fastening screws,bolts and nuts.
A Suspending a jig,tool,welding gun etc.

ADVANTAGE

A The balancer improve working efficiency and diminish worker fatigue.

A The balancer make the position of a tool stable and contribute a accurate work.
A The balancer are available for keeping a tool clean.

A Any electric or pneumatic power is not required and safe working is achieved.

FEATURES

/ ?’ \JIIODEL !
® Fall arrest devices @ Secondary support hanger . Gauge
Prevent tool drop caused by spring The secondary support hanger is The gauge indication contribute
breakage. available on every model to worker recognition on tension

adjustment.
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@ Cartridge spring

Cartridge spring make the spring
replacement easy and safe.

@® Drum lock system

Drum lock is available for fixing
tool or cable replacement.

® Wire rope replacement

The plug fixing system make the
cable replacement easy.

PRODUCT SELECTION

A Example One:

(1) The weight of a tool+ the weight of accessories= total weight
15kg +5 kg = 20kg
EW-22 model spring balancer is suitable.

A Example Two:

(2)If the total weight is just on the bound of models,please select larger model that can
provide a long service life.

The weight of a tool+ the weight of accessories= total weight
17kg +5 kg = 22kg

EW-30 tmodel spring balancer is suitable.

INSTALLATION

A Ensure the balancers don't collide with each other when the balancers are installed in a line.
A Always employ a secondary support chain and leave the slack for smooth swivel.
A Always adjust the spring tension to meet the total weight of tool and the application.
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SPRING TENSION ADJUSTMENT

Worm gear system,ratchet system are available and dependent on the models.Clockwise adjustment
increases the spring tension and Counter clockwise adjustment decreases the spring tension.(The
spring tension has been set at the middle of capacity in advance )

Ratchet system EK-O EwW-3 EW-5 ZW
Worm gear system EW EWF EWB EWZ YPS Wi

® Ratchet sysjcem

v

i

Read the instruction manual
carefully for details.

® Worm gear system

Capacity
indicative
(18.0kg-Fig)

Minimum
capacity /

4

Maximum
capacity \
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SUMMARY

Capacity | Stroke | Cable dia
Mode
(KG) (M) (mm)
Light capacity EK-0 0.5-15 10 30 Suitable for the light weight tool.
EW-3 1-3 15 30
EW-5 3-5 15 30
EW-9 5-9 15 4.2
EW-15 9-15 15 4.2
S EW-22 15-22 15 5.1 The conventional model,suitable for welding
DAl EW-30 22-30 15 5.1 gun,pneumatic tools etc.
EW-40 30-40 15 5]
EW-50 40-50 1.5 5]
EW-60 50-60 15 5.
EW-70 60-70 5 5]
EW-80 70-80 15 5]
EW-100 80-100 15 5.1
EW-120 100-120 15 5.1 —— " -
Large capacity EW-140 120-140 15 5] gggit;e P e el
EW-160 140-160 15 51
EW-180 160-180 15 5]
EW-200 180-200 5 5]
EWF-90 70-90 20 5.1
EWF-105 80-105 20 51 Suitable for a high point of
Long stroke ;
EWF-120 100-120 20 51 suspension
EWF-140 120-140 20 5.1
EWB-90 70-90 15 8.0
) EWB-105 80-105 15 8.0 Thick cable is more safe preventing the
Thick cable : :
EWB-120 100-120 15 8.0 suspension from falling.
EWB-140 120-140 15 80
ZW1-3 1-3 3.0 30
With ratchet device system,
W3- - 3.0 30
Self locking 5 >3 even if no load is applied,the balancer can
EWZ-9 >9 L= 3.2 also hold the hook on the way of stroke.
EWZ-15 9-15 15 4.2
SB-1.2 0.5-1.5 20 20 . s -—
T B2 12 20 20 Clean room design, suitable for the 3
industry.
SB-3 2-3 20 20
YPS-50 40-50 15 30.51 Using new special German power spring ,
YPS-60 50-60 15 30.5] product make the operation more efficient
. ; and convenient,
Medical spring 50 N 15 b YP model can also be supplied in industry(YP
YPS-80 70-80 1.5 30.51  Imodel can also be installed motor that is
YP-105 95-105 20 40. 51 YPD)
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W EW-40-50-60



СКЛАДОК
Text Box
www.sklad-ok.ru


www.sklad-ok.ru

B EW-100 - 120 - 1
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SALES AGENT WANTED

Hebei Aipuda Hoisting Equipment Manufacturing Co., Ltd.
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