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Transport Container Roller Skates Transport Container Roller Skates
• Container can be transported on a low installation level.
• Suitable for all ISO-container.
• Safer transport the container.
• Containers can be moved with a low fitting height.
• Interlocking fit and force fit between the roller skates and 
   the containers (Twistlock) or just interlocking fit (Weld-on Cone System)

Model Capacity 
(ton)

No.of  
Rollers

Castors  
Dimensions 

(mm)

Overall size 
(mm)

Net Weight 
(kg)

 Fitting 
height  h1 

(mm)

 Fitting 
height  h2 

(mm)

Width of track 
an connecting 

rod (mm)

Cassette 
dimensions 
L2xB2 (mm)

CR-E8 16 8 96x85 2850x1030x160 140 118 160 / 800x370
CR-F8 16 8 96x85 2300x300x160 90 118 160 2260 /

Model Capacity 
(ton)

No.of  
Rollers

Castors  
Dimensions 

(mm)

Overall size 
(mm)

Net Weight 
(kg)

 Fitting 
height  h1 

(mm)

 Fitting 
height  h2 

(mm)

Width of track 
an connecting 

rod (mm)

Cassette 
dimensions 
L2xB2 (mm)

CR-E16 16 16 85x90 2850x1030x160 160 118 160 / 800x570
CR-F16 16 16 85x90 2500x300x160 70 118 160 2260 /

CR-F8 with twistlock

CR-E8 weld-on cone

CR-E8 weld-on cone CR-F16 weld-on coneCR-E16 with twistlock

CR-E16+CR-F16

CR-E8+CR-F8

Max. Capacity up to 32ton

CR-E16 with twistlock

CR-F8 with weld-on cone

Max. Capacity up to 32ton

CR-F8 with twistlock

lock

unlock

17
8

17
9

locking and unlocking container in front of container in the rear of container loaded container moved by forklift empty container moved by hand
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They incorporate a 1 meter drawbar and a platform that swivels 
on a thrust bearing allowing movement around bends.

Steerable Skates

Adjustable Skates

• The adjustable skates are actually 2 skates each, they are connected by two steel rods mak-
ing one skate adjustable from 500mm to 1400mm (model CM60) and 720mm to 1500mm (model 
CM120 and CM240).

ST60

CM60

CM120

CM240

(tonne)
Model
Capacity

CM60
6

CM120
12

CM240
24

8 12 16

Type of Roller nylon nylon steel
(pcs)No.of Roller

Model
Capacity
Type of Roller

(tonne)

(pcs)No.of Roller

ST30
3

nylon

ST60
6

nylon

ST120
12

steel
4 8 8

ST30

ST120

• Shifting skates can be used wherever heavy objects have to be 
moved. The Load can be lifted using either the roller crowbar or a 
jack, allowing the skates to be easily positioned.

• The large diameter sealed nylon rollers ensure ease of movement 
and spread the load, protecting high quality floors from damage 
caused by high point loads and oil/grease contamination.

• 07 Aerial Work Platforms-00he skates are maintenance free and are 
fitted with handles for ease of carrying and positioning. The platforms 
of the skates are fitted with a rubber surface which helps stability and 
protect the object being moved.

Skates Fixed Type

Skates with Caster

Roller Crowbar

SF10

SF25 SF60SF30SF20

RC15

SC102 SC104

Model
Capacity
No. of Castor

SC102 SC104
(tonne) 1 1

2

2

4

0No. of Fixed Roller

Capacity (tonne) 1 2 2.5 3 6

Model SF10 SF20 SF25 SF30 SF60

No. of Roller (pcs) 4 8 2 4 6

A lever bar of strong steel tube on 2 smooth runnig steel rollers

Model
Capacity     (tonne)
Length         (mm)

RC15
1.5  

2000 

RC50

5
2000

18
0
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Complete Skate Kits

• For short, variable transportation distances.
• For installation works and movement of heavy loads.
• The steering handle give you precise control making it 

easy to manoeuvre large machinery or into tight areas.
• Moving speed no exceeding 5m/min.
• Minimum turning circle is 3m.

Including 4 roller skates, 2 turntables, 2 packing plates, 
2 steering handles, 2 link-up bars, one draw bar, one metal box.

• All mamximum carrying capacities are based for use on a steel surface, Which withstands the 
pressure of the chain-roller. For safety, the carrying capacities in complete sets are calculated so 
that 2 Roller Skates could support the full load on uneven surfaces.

• The track surface is important for the safe transportation of the load, not the carrying capacity of 
the Roller Skate. Tiles are unsuitable. Movement on tarmac and concrete is restricted. In these 
cases it is recommended to put a steel plate of a minimum of 10mm thickness underneath.

• Due to the little effort required to overcome the rolling resistance(4-7% of the total load) precau-
tionary measures must be taken for use on inclined surfaces.

IMPORTANT!

SK20 SK30
(tonne)

(mm)

20 30
120 120
120 120
108 117

Model
Capacity
Length Support
Width Support
Total Height

SK60
60
130
130
140

(mm)
(mm)

 ØD  ØD

 G

E F
C C

F

 G

 I

 I

 A

B

 A

B

Roller Skates

RS40 RS50RS10

Turn Table

• Turntable are to be placed on top, handle must  to be attached.

• Holding while roller skate is moving, minimum turning circle is 3m.

TR40 TR20

Packing Plate

D

 G

F
C

C

F

 G

 I I

 A
B

 A

D

B

E

E

 I

 31h

k
L

RS10, 20, 30

RS40, 50

Packing plate for compensating the difference 
in height between skates with turntable and 
the  one without turntable.

PC40 PC10

D

 G

F
C

C
F

 G

 I

 I

 A

B

 A

B

D

Model A B C D F G I  Wt. (kg)

PC10 153 74 37 120 8 88 5 3.7
PC20 153 86 37 120 8 88 5 3.7
PC30 175 95 45 130 8 105 5 5.3
PC40 270 114 61 180 3 165 11 13.8
PC50 350 128 61 200 3 235 11 18.8

• Stable, rugged and low level con-
struction.

• All maximum carrying capacityes 
are based for use on a steel sur-
face, which withstands the high 
pressure of the chain-rollers.

• The movement on tarmac and 
concrete is restricted. In these 
cases, a steel plate of a minimum  
of  10mm  thickness  is recom-
mended.

• Moving speed not to be exceed 
5m/min.

Model A B C  ØD E F G I
TR10 220 74 41 128 11 8 88 5 4.5
TR20 220 86 41 128 11 8 88 5 4.5
TR30 250 95 46 150 11 8 105 5 6.7
TR40 275 114 64 190  3 165 11 13.7
TR50 360 128 64 220  3 235 11 18.9

Wt. (kg)

 Wt. (kg)
Rollers
under
stress

Capaciity
(tonne)

Model A B C D E F G H I K L

RS10 206 100 67 18 51 7 166 -- 8 26 -- 5 15 10 5.2    
RS20 216 112 74 24 58 11 178 -- 8 26 -- 4 13 15 7.3
RS30 268 127 91 30 66 13 218 -- 8 26 -- 4 13 30 13 
RS40 380 168 125 42 76 16 36 48 10 40 15 4 13 60 32.0
RS50 530 182 145 50 86 19 36 60 10 40 15 6 17 80 61.0

Number
of

Rollers

18
2
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• Professional class
• You can get smooth running on 

the NU-LIFT ET series skates. 

• Skates are available in two ver-
sions type A & B.

• Type A can be steerable, Type B 
can be laterally adjustable.

• Power coated give a high quality 
durable finish.

Complete Skate Kits

Include four roller skates, two steering handles, one box.

Model  SK04
Capacity (kg) 4000
Dimensions of Roller Skate L x W x H (mm)  154 x 102 x 90
Swivel Top (mm) Ø90
Dimensions of Roller   Dia. x L (mm) Ø18 x 51
Length of Handle Bar (mm) 850
Dimensions of the box L x W X H (mm) 470 x 180 x 160
Weight of Kit  (kg) 24

ET9A

ET9B

Total load 18T

ET12A

ET12B

Total load 24T

ET20A

ET20B

Total load 40T

Steerable Skates ET series

Model  ET3B ET6B ET9B ET12B ET20B
Capacity (tonne) 3 6 9 12 20
Load Height (mm) 110 110 110 110 180
Number of Roller (pcs) 4 8 12 16 16

Model  ET3A ET6A ET9A ET12A ET20A
Capacity (tonne) 3 6 9 12 20
Loading Height  (mm) 110 110 110 110 180
Number of Roller (pcs) 4 8 12 16 16

ET3A

ET3B

Total load 6T

ET6A

ET6B

Total load 12T

Roller Skates

Roller Skates

Individual Rollers:

Swivel Attachment: VD-Diamond top,    VP-Rubber pad top

VA series

• Low profile rollers suit for wide range of operating condition.
• Each has a respective swivel attachment to provide turning and postioning capability.
• Two types swivel top are available: VD-Diamond top,   VP-Rubber pad top.

• Ideal for linear motion, repetitive movemement, or use as a built-in 
component in equipment.

• Rollers are built for long life and a wide range.
• Rollers have a fixed hole pattern for bolt-mounting.
• Rollers can be used right side up, inverted, or on their side.

Heavy Duty

Model Capacity Size of roller Number of Roller Dimension    Net Weight        
 (tonne) Ø x L (mm) (pcs) L x W x H (mm)    (kg)
VB3.75 3.75 24 x 62 13 219x 117 x 70    7 
VB5 5 24 x 84 13 219 x 140 x 70    9
VB10 10 30 x 70 14 264 x 133 x 86    13
VB12.5 12.5 30 x 80 14 264 x143 x 86    14
VB25 25 41 x 89 14 397 x 171 x 121    36
VB65 65 49 x 92 18 584 x 191 x 143    71

   Height  Length  Width  Net Weight

          (mm) (mm) (kg)

VD3.75 VP3.75 113     132 283 149 6

VD5 VP5 113  132 283 149 6

VD10 VP10 129  148 324 152 7

VD12.5 VP12.5 129  148 324 152 7

VD25 VP25 181  189 457 203 18

VD65 VP65 203  222 641 203 21

Model  (combined with roller) (mm)

Model Capacity Size of Roller Number of Roller Dimension Net Weight   
 (tonne) Ø x L (mm) (pcs) L x W x H (mm) (kg)
VA0.75 0.75 17 x 51 16 165 x 178 x 79 5
VA2.5 2.5 24 x 62  12 165 x 178 x 92 10
VA5 5 24 x 62 13 203 x 203 x 79 10
VA8 8 24 x 84 13 203 x 203 x 79 11
VA15 15 30 x 70 14 270 x 254 x 98 21
VA20 20 30 x 102 14 270 x 254 x 98 22
VA50 50 41 x 89 20 417 x 305 x 140 67

    VB12.5+VP12.5

    VB10+VD10

    VB5+VD5

    VB3.75+VP3.75

VB5

VB3.75

VP5

VD5

Heavy Duty

18
4

18
5
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Model Capacity (Ton) No.of Rollers Dimensions of Turnplate 
(mm) 

Length of Handle Adjusting 
Length of Lever (mm) Overall Size (mm) N.w. (kg)

X4+Y4
X4

8
4 150 800 230x230x110

28
Y4 4 130 x 130 300~1000 170x140x110

X8+Y8
X8

16
8 160 1300 560x420x110

72
Y8 8 200x160 400~1300 200x200x110

X12+Y12
X12

24
12 180 1300 750x450x110

100
Y12 12 220x180 400~1300 256x200x110

X16+Y16
X16

32
16 200 1600 936x500x110

124
Y16 16 240x180 400~1500 310x220x110

X18+Y18
X18

36
18 200 1600 780x550x110

138
Y18 18 280x200 400~1500 300x550x110

www.nu-lift.cn www.nu-lift.cn

• Rollers have rigid chain of steel rolls rotating around a 
central load plate in the frame.

• Rollers have built-in tops with swivel locking, SVD-Dia-
mond steel top,   SVP-Rubber pad top

• A full prepackaged kits and sets are also available.
• Sets and kits contain four swivel locking style rollers and 

two full length steering handles.

SVD10 SVP10 SVD15 SVP15

Individual Roller 

Kits

HRS-40-SVD

HRS-60-SVP

Heavy DutySVD-Diamond steel top,   SVP-Rubber pad top

HRS series

Model Capacity (tonne) Kits Include Net Weight (kg) 
HRS-15-SVP 15 Four SVP3.75, Two steering handle, One metal box 84
HRS-15-SVD 15 Four SVD3.75, Two steering handle, One metal box 84  
HRS-40-SVP 40 Four SVP10, Two steering handle, One metal box 92  
HRS-40-SVD 40 Four SVD10, Two steering handle, One metal box 88  
HRS-60-SVP 60 Four SVP15, Two steering handle, One metal box 108  
HRS-60-SVD 60 Four SVD15, Two steering handle, One metal box 108 

Model Capacity Size of roller Top Style Number of roller Dimensions  Net Weight
 (tonne) Ø x L (mm)  (pcs)   L x W x H (mm)  (kg)         

SVP3.75 3.75 24 x 84 Swivel locking 14 267 x 146 x 127 15

SVP10 10 24 x 84 padded 14 267 x 146 x 133 17

SVP15 15 30 x 102  16 324 x 165 x 130 21 

SVD3.75 3.75 24 x 84 Swivel locking 14 267 x 146 x 121 15

SVD10 10 24 x 84 with diamond 14 267 x 146 x 133 16

SVD15 15 30 x 102 steel grid 16 324 x 165 x 130 21

Roller Skates Complete Set of Skates

X4+Y4

X8+Y8

X12+Y12

X18+Y18

18
6

18
7

СКЛАДОК
Text Box
Russkran.ru



Skates 

Model Capacity Length Width Height N.W

(mm) (mm) (mm) (kg)

CT-4 6T 300 222 100 14

CT-6 8T 400 222 100 21

CT-8 12T 500 222 100 28

CT-9 15T 400 308 100 34

CT-12 18T 500 312 100 45

CTB-6 CTB-4

Swivel

CTA-9

NU-LIFT hydraulic jacks for repairs, maintenance and 
installation of heavy machines
• Compact and stable construction.

• Can be used in any position.

• Housing revolves 360 degrees.

• Lowering speed can be accurately adjusted.

• Protected against overloading.

• Pump lever is removable.

• According to CE and US standard USA ASME/ANSI B 30.1.1986.

Hydraulic Jack HM  series

Type

HM50
HM100
HM250

Capacity

(tonne)

Lifting Range
of Foot
(mm)

Lifting Range
of Head

(mm)

Max.
Lever Force

(kg)

Weight

(kg)
5
10
25

25-230
30-260
58-273

368-573
420-650
505-720

38
40
40

 25
 35
102

 Minimum Qty.
 

(pcs)
20
10
2
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Skates-fixed type

Skates with turntable 

Skates-steerable type

Model Capacity Length Width Height N.W
(mm) (mm) (mm) (kg)

CTA-4 6T 300 222 110 16
CTA-6 8T 400 222 110 23
CTA-8 12T 500 222 110 30
CTA-9 15T 400 308 110 37

CTA-12 18T 500 312 110 48

Model Capacity Length Width Height N.W
(mm) (mm) (mm) (kg)

CTB-4 6T 300 230 115 14
CTB-6 8T 400 230 115 19

CTA-4

CTA-6

CTA-12

CT-4

CT-8

CTA-8

Steerable Skates

Model WCRP-3 WCRP-5
Load Capacity (Ton) 2 4
Overall Dimension (mm) 621x450x110 698x522x110
Rollers Size (mm) 80x70 80x70
No.s of Rollers 3 5
Rotating Round Plate (mm) 150 200
Net Weight (Kg) 21 35

Steering rod with tow lug available as options

WCRP-3

WCRP-5

18
8

18
9
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Hydraulic Jack Combination

Model Rated Capacity Lift  H0 (mm) Min. Height (mm)
(Ton) Toe Height H1 Top Height H2

HMC5 20 ≥205 ≤25 ≤368
HMC10 40 ≥230 ≤30 ≤420

Standard Combinations: 1pc hand pump+1pc distributor with 4 channels+4pcs connector+4pcs soft pipes+4pcs toe jacks

• Standard Combinations: 1pc hand pump+1pc 
distributor with 4 channels+4pcs connector+4pcs soft 
pipes+4pcs toe jacks.

• Customers’ special orders are acceptable, such  as 
jack no.s, length of oil piple, etc.

Machinery Jack

Machinery Jack

Static loading capacity on top 20 tonne

Conforms to CE safety standard.

Toe Jack

TG80TG30

Static loading capacity on top 10 tonne

Model

TB200

Capacity
on Top

15 tonne

Capacity
on Toe

12 tonne 140 mm 325-545 mm 40-260 mm

Lifting 
Stroke

Lifting Range 
of Top

Lifting 
Range of 

toe

Min. Loading 
Height Using 

Lifting Toe
40 mm

Model

TB100

Lifting Capacity
on top

6 tonne7.5 tonne
on toe

320-560 mm 35-195 mm

Lifting Range 
of Top

Min. Loading Height 
Using Lifting Toe

Lifting Range 
of  toe

35 mm160 mm

Lifting 
Stroke

Professional class

Professional class

Professional class

Professional class

Model

Capacity
Lifting Stroke
Min. Toe Height
Lifting Range
Net Weight

(tonne)
(mm)
(mm)
(mm)

(kg)

TG30

3
130
15

15-160
21.5

TG80

8
140
20

20-160
28

• Super low profile lifting toe           

• Adjustable Lifting toe           

• Heavy duty structure

Machinery Jack

Model Capacity
(TON)

Min. Toe Height 
(mm)

LiftingStroke
(mm)

Base Size
(LXW)(mm)

Toe Size 
(LXW)(mm)

Overall Height 
(mm)

Net Weight 
(kg)

MHC-2.5 2.5 25 110 203×140 48×64 234 14
MHC-5 5 25 137 250×194 60×99 280 23
MHC-10 10 25 136 281×210 62×115 320 34
MHC-15 15 35 136 297×248 64×128 350 50
MHC-25 25 40 136 330×280 64×128 354 72

19
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Model SJ15 SJ30 SJ50 SJ100 SJ160 SJ200
Rated  Capacity                   (TON) 1.5 3 5 10 16 20
Test  Load                         (KN) 22 44.1 73.5 147 196 245
EfforttoRatedCapacity              (N) 280 280 280 560 640 640

Dimensions  

A (mm) 81 83 108 124 135 135
B (mm) 100 130 140 140 150 150
C (mm) 600-900 735-1090 730-1075 800-1190 800-1120 860-1180
D (mm) 60-360 70-425 80-425 100-490 95-415 100-420
E (mm) 55 60 71 86 80 80
F (mm) 46 45 68 76 85 85
G (mm) 110 138 170 170 180 180
H (mm) 225 249 275 300 300 380
K (mm) 147 170 190 252 275 275
R (mm) 119 140 155 185 210 220
S (mm) 175 235 217 187
T (mm) 113 128 128 250 250 250

Net  Weight                       (KG) 14 20 28.2 46.5 65 75

• In accordance with DIN 7355.
• Our steel jacks SJ are developed in accordance with 

the latest safety regulations. With milled rack, geared 
wheels and tempered parts of driving gear.

• Suitable for lifting loads of any type. 
• With lifting body.
• Safety crank with folding handle.

Steel Jack

D

H
C

R
FA

K

T

B

B

G

Model  T250 T300
Suitable for use with (tonne) 1.5 to 5 tonne steel jacks 10 to 20 tonne steel jacks
Arm Length (mm) 250 300
Handle Length (mm) 130 250

Safety Ratchet Crank 

19
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