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Work Positioners

optional LOWER legs with height 80mm, 
standard models’ height are 110mm

Model E100 E100H E150 E200
Max. Capacity                  (kg) 100 100 150 200
Load Centre                   (mm) 230
Max. Platform Height (mm) 1700 2000 1500 1500
Min. Platform Height (mm) 130
Leg Height      (mm) 110
Platform Size(L×W)           (mm) 470×600 (PE)
Front Wheel Diameter          (mm) Ø75
Rear Wheel Diameter       (mm) Ø125 (PU)
Power Unit                    (V/W) 24V/200W
Battery (V/Ah) 24V/12Ah (17Ah)
Net Weight                         (kg) 62 68 65 78

• Ideal for use in narrow aisles and confined spaces. 
• Perfect for all applications from pharmaceutical to catering, from packing line to food 

processing, from warehouse to office, kitchens, laboratories, retail outlets, etc...
• Automatic electronic overload protection system  ensures safety.
• Maintenance free and sealed batteries, automatic charger.
• Quick change attachment options available.
• Conforms to EN1757-1 and EN 1175-1.

with Optional Reel Rotator with Optional V-Block

with Optional Roller Platformwith Optional Ball Platform

V Block

Single Spindle

with Optional Single Spindle

wtih Optional Double SpindleE150 with standard platform

80mm only

in Vertical Position

in Horizontal Position
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optional stainless platform
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Work Positioners

• Ideal for use in narrow aisles and confined spaces. Perfect for all 
applications from pharmaceutical to catering, from packing line to 
food processing, from warehouse to office, kitchens, laboratories, 
retail outlets, etc...

• Manual models: Operated via a manual hand winch. Auto brake 
system prevents uncontrolled lowering.

Option attachments:

Double Spindle

Reel Rotator

V Block

Spindle

• Electric models: Automatic electronic overload protection system
   ensures safety.
• Maintenance free and sealed batteries, automatic charger.
• Quick change attachment options available.
• Conforms to EN1757-1 and EN 1175-1.

M200A

M100A

Work Positioners

Model ES150 ES150A ES150B
Load Capacity /rated load Q (kg) 150
Net Weight (kg) 58 56 54
Front Roller Size 75x2
Rear Wheel Size 100x32
Lowered mast height h1 (mm) 1870
Lift height h3 (mm) 1420 1435 1440
Lowered height h13 (mm) 130 115 110
Overall length l1 (mm) 880 865 920
Overall width b1 (mm) 520 500 500
Fork dimensions l (mm) 460 445 500
Width over forks b5 (mm) 520 400(Ø40x2) Ø60
Travel Speed, laden/unladen (km/h) 4/5.3
Lift speed, laden/unladen (mm/s) 125/156
Lowering speed, laden/unladen (mm/s) 96/89

• Confirms to EN1757-A and EN1175-1
• Ideal for use in narrow aisles and confined 

spaces.
• Perfect for all applications from phamaceutcal 

to catering, from packing line to food 
processing, from warehouse to office, 
kitchens, laboratories , retail outlets etc.

• Maintenance free and sealed batteries, 
automatic charger.

Heavy Duty Design
Capacity: 150KG 

ES150B

ES150A ES150

Model E100S E150S M100S M200S M100 M200
Type electric & stainless manual & stainless manual & standard
Max. Capacity (kg) 100 150 100 200 100 200
Load Centre (mm) 230
Max. Platform Height (mm) 1700 1500 1500 1500 1500 1500
Min. Platform Height (mm) 130
Leg Height (mm) 110
Platform Size(L×W) (mm) 470×600
Front Wheel Diameter (mm) Ø75
Rear Wheel Diameter (mm) Ø125
Power Unit (V/W) 24V/200W \
Battery (V/Ah) 24V/12Ah \
Net Weight (kg) 62 65 50 60 50 60

standard PE platform

M200S manual

E150S electric
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• Simple and Easy Operation.
• Lifting moverment via collapsible foot pedal.
• Sensitive lowering through sinking valve.
• Hand push drive.
• Overload protection via pressure valve.
• Safe Operation and secure Working Conditions.
• Stable chassis with 2 frame rollers and 2 steering rollers.
• Long Service Lift.
• Robust construction.
• Hard chromium plated frame.
• Hardened chromium plated ram.
• Effortless Movement.
• Ball bearing rollers.
• Polyurethane rollers.
• Conforms to EN 1757-1.

Platform Stacker Fork Type Stacker
PF • A / PJ • A series

• Low profile forks can lift pallet easily.
• Conforms to EN 1757-1.
• Optional platform
   Model: LP10, LP20

Fixed Fork
PF series

Noise-free Caster as option

Model LD100 ladder as option

PJ  seriesAdjustable fork

Max. Platform Height
(mm)
(mm)
(mm)

(kg)

(kg)

(mm)

Capacity
Min. Platform Height

Load Roller
Steering Wheel
Net weight

200
200

1200
Ø125
Ø125

58

400

850
Ø150
Ø150

72

400

1200
Ø150
Ø150

78

400

1500
Ø150
Ø150

83

200

850
Ø125
Ø125

53

Model PS4085APS2120A PS4120A PS4150APS2085A

(kg)
 (mm)

85

LP10 LP20

PJ4085APJ2120A PJ4120A PJ4150APJ2085A

200             

1200

Ø125
65

850
Ø75
Ø125

75

400

1200

Ø125
81

400

1500

Ø125
85

200

850

Ø125
60

400
(mm)
(mm)
(mm)

(kg)Capacity
Min. Fork Height
Max. Fork Height
Load Roller Dia.
Steering Wheel
Net weight
Optional Platform

Model     Adjustable Fork
Model     Fixed Fork PF4085APF2120A PF4120A PF4150APF2085A

PS • A series with standard wheels

PS4150A
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Model
Capacity
Min. Platform Height
Max. Platform Height
Power Unit
Battery
Net weight

(mm)
(mm)

(kg)

(kg)

(KW)
(Ah/V)

200

1200

96

400
200
850
0.8

108

400

1200

113

400

1500

118

EP4085AEP2120A EP4120A EP4150AEP2085A

200

850

91
60/12 60/12 60/12 60/12 60/12

Electric Platform Stacker  

Electric Fork Stacker 
• Low profile forks can lift the pallet easily.
• Easier and faster lifting operation.
• High quality hydraulic motor made in Italy.
• Service free battery.
• Option platform available.
• Conforms to 1757-1 and EN1757-1.

Adjustable Fork

(mm)
(mm)

(kg)

(kg)Capacity
Min. Fork Height
Max. Fork Height
Power Unit
Battery
Net weight

EF4085AEF2120A

200

103

400
80

0.8kw

117

EF4120A

400

122

EF4150A

400

127

EF2085A

200

98
Optional Platform LP10

1200 850 1200 1500850

LP20

EJ4085AEJ2120A EJ4120A EJ4150AEJ2085A

60Ah/12V 60Ah/12V 60Ah/12V 60Ah/12V 60Ah/12V

Model     Fixed Fork

Model     Adjustable Fork

(KW)
(Ah/V)

• Easier and faster lifting operation.
• High quality hydraulic motor .
• Service free battery .
• Conforms to 1757-1 and EN1175-1.

Fixed Fork

EP2085A

EP • A series

 EF • A / EJ • A series

• SUS304 material, suits for corrosive acids 
application.

• Simple and Easy Operation:
• Lifting movement via collapsible foot pedal
• Sensitive lowering through sinking valve
• Hand push drive
• Overload protection via pressure valve
• Safe Operation and secure Working 

Conditions.
• Stable chassis with 2 frame rollers and 2 

steering rollers.
• Optional platform SUS304 LPS20 available.

• SUS304 material, good for corrosive acids application.
• Easier and faster lifting operation.
• Service free battery.
• Optionasl platform SUS304 LPS20 available.

Model PJ4085S PJ4120S PJ4150S PJ4180S
Capacity (kg) 400 400 400 400
Min. Fork Height (mm) 85 85 85 85
Max. Fork Height (mm) 850 1200 1500 1800
Load Roller Dia. (mm) Ø75 Ø75 Ø75 Ø75
Steering Wheel Dia. (mm) Ø125 Ø125 Ø125 Ø125
Net Weight (kg) 75 81 85 93
Optional platform LPS20

Model EJ4085S EJ4120S EJ4150S EJ4180S 
Capacity (kg) 400 400 400 400
Min. Fork Height (mm) 80
Max. Fork Height (mm) 850 1200 1500 1800
Power Unit (KW) 0.8
Battery (Ah/V) 60Ah/12V 60Ah/12V 60Ah/12V 60Ah/12V
Net Weight (kg) 117 122 127 138
Optional Platform LPS20

Stainless Stackers-Manual Type

Stainless Steel Stackers-Electric Type

optional stainless steel platform LPS20

optional stainless steel platform LPS20stainless steel platform electric box

PJ4150S

EJ4150S

03
8

03
9

СКЛАДОК
Text Box
WWW.RUSSKRAN.RU

СКЛАДОК
Text Box
WWW.RUSSKRAN.RU



www.nu-lift.cn www.nu-lift.cn

Mini Winch Stacker

With optional platform 

Model PM120 PM120A
Capacity (kg) 120 120
Lifting Height (mm) 1050 1050
Min. Fork Height (mm) 95 95
Fork Size (L×W) (mm) 420×50 420×50
Fork adjustable range (mm) 345-480 Fixed:450
Optional Platform Size (L×W) (mm) 420×500 420×500
Load Wheel Diameter (mm) Ø50 Ø50
Steering Wheel Diameter (mm) Ø200 Ø200
Net Weight (kg) 39 39

• Lightweight design,very easy to operate by hand winch. 

• Suitable for super market, office, warehouse, narrow area, etc 

• Adjustable fork for PM120.

Light Duty Counter Balance Stacker
• Light weight and compact design

• Very useful for loading and unloading indoor and outdoor. 

• With optional work platform.

Model EZ2585 EZ2512 EZ2515
Max. Capacity (kg) 250 250 250
Max. Fork Height (mm) 850 1200 1500
Min. Fork Height (mm) 60 60 60
Fork Size  (Standard) (mm) 600×100
Fork Size(option) (mm) 550×70
Adjustable Fork Width (mm) 215~550(Standard)
Front Wheel Diameter (mm) Ø125×50
Rear Wheel Diameter (mm) Ø125×50
Power Unit (V/W) DC12V/800W
Battery (V/Ah) DC12V/60Ah
Overall Size  (L×W×H) (mm) 1500x720x1090/1440/1740
Net Weight (kg) 218 225 230
Optional Platform LP20

PM120

With optional platform 

PM120
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Model WFH-181 WFH-227 SW-159 SW-181 SW-227
Capacity Q (kg) 181 227 159 181 227
Load center c (mm) 254 254 254 254 254
Max.fork height h1 (mm) 2500 1250 3000 2500 1250
Min.fork height h (mm) 90 90 50 50 50
Fork length l (mm) 570 570 570 570 570
Fork Width b5 (mm) 630 630 1100 1100 1100
Overall Dim. (mm) 876x610x1700 876x610x1700 1100x736x2024 1100x736x1700 1100x736x1700
Net Weight (kg) 60 51 75 66 57

• Easy disassembling and assembling. 

• Can fit into smaller spaces when disassembled. 

• Equipped with wheels on the mast also allow it to be used as a trolley.

• Light Aluminum mast, easy for handling.

• Lifting by winch , no any hydraulic problems.

• The best brake function with special design is obvious.

• Conforms to EN1757-1

WFH-181

Aluminum Hand Stacker 

SW-181 with wide legs

Used as a trolley

Model DEP90
Capacity (kg) 90
Mini.Platform Height (mm) 25
Max.Platform Height (mm) 1500
Platform size LxW (mm) 355x420
Folded Size LxWxH (mm) 559x360x1125
Rear Wheels (inch) 8" Rubber
Net weight (kg) 30

Mini Alumium Hand Stacker
• Quickly convert from a lifter to a platform trolley.
• Easy Disassembling and assembling.
• Can fit into smaller spaces when disassembled.
• Light Aluminum mast, easy for handling.
• Lift by winch, no any hydraulic problem.
• The best brake function with special design. 
• Lifting runners with flanged rollers, operated with safety winch.
• The right mini-lifter for every load.
• Manoeuvrable,  powerful lifting devices-can be used for any 

lifting work.

lifting and lowering 
by hand winch

esily be converted to platform trolley

easily be folded for carrying and storage

the total weight is only 30kg! 

liftin
g max. to 1500mm
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Manual Aerial Work Platform • Lifting heights max.7.9meters.
• Designed specifically for the construction industry.
• These heavy-duty units can be operated by one 

person and can lift, lower and move. 
• Glide rails allow one person to easily load or un-

load the unit, as well as lift it in or out of a pickup 
truck.

Model LGA10 LGA15 LGA20 LGA25

Capacity(kg) load center

40cm 350 350 250 200
60cm 350 350 200 150
80cm 250 250 150 100
100cm 150 150 100 75

Max working height (m) 3.5 5 6.5 7.9
Height-stowed A (m) 2 2 2 2
Length-stowed B (m) 0.75 0.75 0.75 0.75
Length-operating C (m) 1.5 1.88 2.08 2.08
Width-straddle min D (m) 0.75 0.75 0.75 0.75
Width-straddle max D (m) -- -- 1.88 1.88
Load height-min E (m) 0.15 0.15 0.15 0.15
Ground clearance F (m) 0.05 0.05 0.05 0.05
Net weight (kg) 120 145 185 205
40'container qty 42 42 42 42

folded status for storage easily be moved by wheels 

Media Roll Lifter
Applications: This roll Lifter allows single users to maneuver heavy media rolls 

onto the lifter and then directly onto the printer feeder.

Model PR4008 PR4012
Capacity (kg) 400 400
Lift Height  (mm) 850 850
Max.Roll Width  (mm) 2500 5000
Max.Roll Diameter  (mm) 400 400
Width(A)  (mm) 800 1200
Net Weight (kg) 80 85

PR4012
360° rotating casters for 

4-way moving

Media Roll Lifter

Model CR4508 CR4515
Capacity (kg) 450 450
Lift Height (mm) 850 1500
Max.Roll Width (mm) 5000 5000
Max.Roll Diameter (mm) 500 500
Roll Tray Width (mm) 1200 1200
Net Weight (kg) 104 134

• Pair of heavy-duty swivel casters with easy 
step-on locking brake

• Reduces on-the-job injuries and enables 
all workers to move heavy rolls

• User-friendly operation avoids costly and 
dangerous handling mistakes that damage 
media

• Rugged construction ensures long lifter life
• Single-person operation saves labor and 

time
• Foot pump allows for smooth, effortless 

lifting within minutes.

CR4515
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• This trucks are specially designed for 
printing, packaging and paper industry , 
which used for handling rolls of different 
materials.

Model PF4087R PF4120R PF4150R
Capacity (kg) 400 400 400
Max. Platform Height H  (mm) 870 1200 1500
Min. Platform Height H1  (mm) 220 220 220
Max. Roll Diameter  (mm) 544 544 544
Roller Size  (mm) Ø76x550 Ø76x550 Ø76x550
Distance between Rollers  (mm) 180 180 180
Total Length  (mm) 820 820 820
Total Width  (mm) 630 630 630
Total Height  (mm) 965 1295 1595
Steering Rollers  Size D  (mm) Ø150 Ø150 Ø150
Load Rollers Size d  (mm) Ø75x30
Pump Strokes to Max. Height 30 45 60
Net Weight (kg) 72 78 85

Roll Lifter -Manual

Roll Lifter -Electric
• This trucks are specially designed for printing, pack-

aging and paper industry, which used for handling 
rolls of different materials.

• Various optional accessories are available on cus-
tomers’ demand.

• This trucks are specially designed for printing, packag-
ing and paper industry, which used for handling rolls of 
different materials.

• Various optional accessories are available on customers’ 
demand.

Model PFG4085E PFG4120E PFG4150E
Max. Capacity                  (kg) 400 400 400
Max. Roller Height          (mm) 870 1200 1500
Min. Roller Height      (mm) 220 220 220
Leg Height  (mm) 120 120 120
Suitable Diameter  (mm) Ø200~Ø600
Roller Size  (mm) Ø76×550 Ø76×550 Ø76×550
Roller Center Length  (mm) 180 180 180
Roller Materials  Rubber (or PU, Galvanized Steel, Stainless Steel)
Overall Size  (L×W×H)  (mm) 780×630×1070 780×630×1420 780×630×1720
Total Width  (mm) 690 690 690
Total Height  (mm) 965 1295 1595
Front Wheel Diameter  (mm) Ø75 
Rear Wheel Diameter  (mm) Ø150
Power Unit (V/W) 12V/800W
Battery (V/Ah) 12V/60Ah
Net Weight (kg) 110 115 120

Model MRL1000R MRL1015R
Capacity (kg) 1000 1000
Lift Height (mm) 865 1500
Max.Roll Width (mm) 1550 1550
Max.Roll Diameter (mm) 610 610
Roll Tray Width (mm)  no  no
Steel Roller Size (mm) Ø60x700 Ø60x700
Net Weight (kg) 149 179

Roll Lifter

PFG4120E

MRL1000R
530

11
30

550

700

11
30

1000Ø100 Ø150

Ø76
10
40

23
5

300

Heavy Duty 

max. capacity 1000kg
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Model MRL1000T MRL1015T ERL1000T ERL1015T
Lifting Type Manual Manual Electric Electric
Capacity (kg) 1000 1000 1000 1000
Lift Height (mm) 865 1500 865 1500
Max.Roll Width (mm) 1550 1550 1550 1550
Max.Roll Diameter (mm) 800 800 800 800
Roll Tray Width (mm) 700 700 700 700
Net Weight (kg) 151 180 200 230

Roll Lifter
• Structure made of high resistance steel rolled sections to ensure the highest 
degree of strength and durability.
• Large media and heavy material rolls are handled quickly and easily.
• The simple hydraulic hand pump makes lifting effortless.
• Material damage is reduced or eliminated when moving rolls.

• ERL1000T is with electric lifting, high-efficiency for heavy loading.

MRL1000T manual

MRL1000T manual

ERL1000T electric

11
30

530

700

1185Ø100 Ø150

86
5

14
5

Ø800

11
30

630

Heavy Duty 

max. capacity 1000kg
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PA1015

Hand Stacker 
PA series PA.A series• Latest technology of hydraulic pump with less 

effort force. 

• Top quality German seal kit.
• Heavy duty 1 piece “C” section forks for 

greatest strength.

• Option adjustable forks for wider applications.

F

L
C

X
A

h

H
D

BW

Hand Stacker 
• PA.A series is economic range but reliable.
• Option adjustable fork available. 
• Conforms to EN1757-1.
• Note: Materials and specification are 

subject to change without notice.

Option adjustable fork available: 346-710mm fork width on PA series and GT series.
Note: Materials and specification are subject to change without notice.

GT1015
with stradde leg

12
50

mm 

Easily lift with pedal as option.

Model PA1016A PA1516A PA2016A PA1025A PA1030A GT1016A GT1025A GT1030A
Standard with Straddle Leg

Load Capacity (Q) (kg) 1000 1500 2000 1000
Load Center (C) (mm) 400
Min.Fork Height (mm) 90 90 65
Max.Fork Height (H3) (mm) 1600 1600 1600 2500 3000 1600 2500 3000
Fork Size(fixed type) (mm) 570x1150
Fork Size(adjustable type) (mm) 300~850x1000 320~850x1000 300~850x1000
Min.Turning Radius (R) (mm) 1250
Wheel Base (Y) (mm) 1100
Front-Wheel Distance (X) (mm) 178 210
Overall Length (mm) 1380
Overall Width (mm) 1000 950 1400 1400 1400
Overall Height (mm) 2100 1810 2060 2100 1810 2060
Net Weight (kg) 255 265 290 355 370 265 365 380

PA1516A

PA1025A

Model PA1015 PA1025 PA1029 PA1515 PA2015 GT1015 GT1029
standard with straddle leg

Capacity (kg) 1000 1000 1000 1500 2000 1000 1000
Load Centre (mm) 585 585 585 585 500 550 550
Max. Fork Height (mm) 1500 2500 2850 1500 1500 1500 2850
Lowered .Fork Height (mm) 88 88 88 88 88 65 65
Fork Length (mm) 1150 1150 1150 1150 1150 1150 1150
Fork Width (mm) 160 160 160 160 160 160 160
Overall Fork Width (mm) 540 540 540 540 540 540 540
Ground Clearance (mm) 24 24 24 24 24 24 24
Min. Turning Radius(outside) (mm) 1086 1086 1086 1100 1100 1100 1100
Front Load Roller (mm) Ø80X70 Ø80X70 Ø80X70 Ø80X70 Ø80X70 Ø78X80 Ø78X80
Steering Wheel (mm) Ø150X50 Ø150X50 Ø150X50 Ø180X50 Ø180X50 Ø150X38 Ø150X38
Overall Length (mm) 1604 1604 1604 1739 1759 1595 1595
Overall Width (mm) 760 760 760 800 800 1395 1395
Overall Height (mm) 2010 1890 2060 2010 2010 1960 2000
Net Weight (kg) 220 330 375 250 280 250 390

GT1016A
with stradde leg
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Single Mast Stacker 
Latest wide view mast
• Designed for heavy-duty, intensive and com-

mercial use;
• Ergonomically designed handle for simple and 

comfortable operation;
• Single mast without view-obstructing compo-

nents;
• Easy to operate with quick-lift function;
• Forced synchronous steering on two steering 

wheels;
• Quick lifting type is available.
• Conforms to EN1757-1.

• Designed to give  the user an ergonomiclly cor-
rect position to reach loads easily without the 
necessary of bending down or stetching up.

• Forks can be titled up to 20º both left and right 
sides by thread.

• Supplied as standard with parking brake and 
foot protectors.

• Conforms to EN1757-1.

Model  SU1017
Capacity         (kg) 1000 
Min. Fork Height (mm) 88 
Max. Fork Height (mm) 1700 
Fork Length (mm) 1150 
Fork Width (mm) 540 
Weight (kg) 245 
Wheel Type  Polyurethane
Oversize (mm) 1615 x 685 x 2130 

Lateral Pallet Tilter

Model  LT0892
Capacity (kg) 800 
Length of Fork (mm) 1150 
Width of Fork (mm) 150 
Width over Forks (mm) 540 
Max. Height of Fork (mm) 920 
Min. Height of Fork (mm) 88 
Tiltable Degree  Left or right 20°
Net Weight  (kg) 210 

tiltable

Winch Stacker 
     WS Series

Model
Capacity
Load Centre
Max. Fork Height
Lowered Fork Height
Fork Adjustable Width
Fork Width
Fork Length
Effort Force to Rated Load
Lifting Height per Stroke
Ground Clearance
Min. Turning Radius (outside)
Front Load Roller
Steering Wheel
Overall Size (LxWxH)
Net Weight

WS25
250
400
1560
90

160-690
60
800
100
40
18

1075
Ø80x47
Ø150x40

1325x725x2030
140

(kg)
(mm)
(mm)
(mm)
(mm)
(mm)
(mm)

(N)
(mm)
(mm)
(mm)
(mm)
(mm)
(mm)

(kg)

WS50
500
500
1560
90

160-690
70

1000
120
22
18

1075
Ø80x47
Ø150x40

1325x725x2030
146

WS100
1000
575
1500
88

540 Fixed
160
1150
100
9.5
24

1250
Ø80x94
Ø150x50

1600x725x1930
182

• Compact and service free design.
• Unique design of winch for easier and safe 

lifting.
• Heavy duty “C” section mast.
• Adjustable fork width from 160mm to 

690mm (WS25, WS50).
• Two parking brakes on steering wheels.
• Conforms to EN1757-1.

TypeA
Adjustable Fork 
Standard

WS25, WS50
TypeB
Adjustable Fork
Option

WS100WS25, WS50
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Semi-Electric StackerSemi-Electric Stacker

Semi-Electric Stacker
with straddle leg 

PM1025W

Model
PM1016 PM1025 PM1029 PM1031 PM1033

PM1516 PM1525 PM1529 PM1531 PM1533

Load Capacity Q (kg) 1000/1500

Load Center C (mm) 600

Overall Length L1 (mm) 1807

Overall Width W (mm) 810 810 810 910 910

Min. Overall Height H1 (mm) 2100 1775 2000 2100 2200

Fork Dimension L×b×m (mm) 1150×160×56

Outside Width of Forks D (mm) 560/660

Base Distance L0 (mm) 1170

Front Wheel Size (mm) Ø82×80/Ø78×70

Steering Wheel Size (mm) Ø180×50

Min. Steering Radius Wa (mm) 1435

Min. Width of Aisle (mm) ≥2370

Max. Height of Forks H (mm) 1600 2450 2900 3100 3300

Max. Overall Height H2 (mm) 2172 3022 3472 3672 3872

Min. Height of Forks H3 (mm) 90

Lift Motor (Kw) 1.6 

Battery Capacity (Ah/V) 120/12

Net Weight
(with battery)

(kg) 398 438 458 468 478

(kg) 402 442 462 472 482

Capacity: 1000, 1500KG Capacity: 1000, 1500KG

EPM1030W
with straddle leg

EPM1516
Model

PM1016W PM1025W PM1029W PM1031W PM1033W

PM1516W PM1525W PM1529W PM1531W PM1533W

Load Capacity    Q (kg) 1000/1500

load Center     C (mm) 600

Overall Length     L1 (mm) 1645

Overall Width    W (mm) 1510

Min. Overall Height H1 (mm) 2100 1775 2000 2100 2200

Fork Dimension L×b×m (mm) 1000×100×35

Outside Width of Forks    D (mm) 220-790

Base Distance L0 (mm) 1170

Front Wheel Size (mm) Ø82×80/Ø78×70

Steering Wheel Size (mm) Ø180×50

Min. Steering Radius Wa (mm) 1435

Min. Width of Aisle  (mm) ≥2370

Max. Height of Forks H (mm) 1600 2450 2900 3100 3300

Max. Overall Height H2 (mm) 2175 3025 3475 3675 3875

Min. Height of Forks H3 (mm) 65

Lift Motor (Kw) 1.6 

Battery Capacity (Ah/V) 120/12

Net Weight
(with battery)

(kg) 442 487 507 517 527

(kg) 447 492 512 522 532

Model
EPM1016 EPM1025 EPM1030 EPM1035 EPM1016W EPM1025W EPM1030W

EPM1516 EPM1525 EPM1530 EPM1535 EPM1516W EPM1525W EPM1530W

Standard with Straddle Leg

Load Capacity  Q (kg) 1000/1500

Load Center (C) (mm) 400

 Max.Fork Height (H3) (mm) 1600 2500 3000 3500 1600 2500 3000

Fork Size(fixed type) (mm) 570x1150

Fork Size(adjustable type) (mm) 300~850x1000 300~680x1000

Min.Turning Radius (Wa) (mm) 1350 1450

Wheel Base (Y) (mm) 1185

Front-Wheel Distance  (X) (mm) 322 316

Lifting Motor (v/kw) 12/1.5-1.6

Aneroid Battery (v/Ah) 12/120-150

Charger (V/A) 12/15

Overall Length (mm) 1670 1660 1660 1660 1670 1660 1660

Overall Width (mm) 865 810 930 930 1400 1400 1400

Overall Height (mm) 2060 1830 2080 2330 2060 1830 2080
Net Weight
with/without battery (kg) 350/365 450/475 470/495 500/520 370/385 470/495 490/515

• EPM series is economic range but reliable.
• Option adjustable fork available. 
• Conforms to EN1757-1.
• Note: Materials and specification are subject to change 

without notice.

PM1025
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• Compact design , cost-effective 
• Full electric control of drive and lift

Economic but very reliable

Power Stacker

CDD1225

Model CDD1016
CDD1216

CDD1025
CDD1225

CDD1029
CDD1229

CDD1031
CDD1231

CDD1033
CDD1233

Power type Battery powered

Load capacity Q (kg) 1000/1200

Load center C (mm)  600

Overall length L1 (mm) 1815

Overall width W (mm) 800

Min. overall height H1 (mm) 2110 1785 2010 2110 2210

Fork dimension  L×b×m (mm) 1150×160×56

Outside width of forks D (mm) 540

Ground clearance x (mm) 29

Base distance L0 (mm) 1250

Wheel material PU

Driving wheel size (mm) Ø250×80

Front wheel size (mm) Ø78×70

Balance wheel size (mm) Ø125×75

Min. steering radius Wa (mm) 1460

Min. width of aisle (mm) ≥2150

Max. lift height H (mm) 1600 2450 2900 3100 3300

Max. overall height H2 (mm) 2110 2930 3380 3580 3780

Min. fork height H3 (mm) 90

Travel speed(laden/unladen) (Km/h) 3.5/4.0

Lift speed(laden/unladen) (mm/s) 90/130

Lowering speed(laden/unladen) (mm/s) 95/120

Brake type Electromagnetic

Power of driving motor (Kw) 0.7 

Power of lift motor (Kw) 2.2 

Battery capacity/voltage (Ah/V) 95/24

Net weight(with battery) (kg) 595 635 655 685 695

10
00D
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170
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L0
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Capacity: 1000, 1200KG
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CDS1533
S

h4
h3

h1

13
95

86
6

X2 Y X
L2

L

90

Wa

B 28
0

10
0

N
M

l
C

Q55

29

48
0

494

Power Stacker

624 680

600
1150

940 940 940

90

540
Without Load 5.5 km/h,    With Full Load 4.8 km/h

1.2KW/24V

2.2KW/24V
200Ah/24V,  20A/24V

Ø78x70
Ø150x75

Without Load 144 mm/s,    With Full Load 95 mm/s
Without Load 65mm/s,    With Full Load 150 mm/s

Ø250x80

460
56
200

240Ah/24V

Platform extended: 2000mm      Platform folded: 1540mm

Model

Capacity
Lifting Height

(kg)

h3 (mm)
Min. Fork Height
Load centre   
Fork Length
Fork Width
Travelling Speed
Lifting Speed
Lowering Speed
Motors Traveling

h (mm)

C (mm)
l (mm)

M (mm)

Battery/Charger

Front Roller
Rear Roller
Drive Wheel
Net Weight
Dimension X

 (mm)
(mm)

 (mm)
(kg)

(mm) S
X2
Y
L2
L
N
h1
h4
B

Motors Lifting

Traction Battery (option)

Wa

1500 1500
1600 2450

1500 1500 1500
2900 3100 3300

702 715 724

10801080

2090 1800

2244 3094

160

1270

780
2424

1270

780
2424

2025 2125 2225

3544 3744 3944

1270

780
2424

1270

780
2424

1270

780
2424

 CDS1516 CDS1524 CDS1529 CDS1531 CDS1533

• Conforms to EN1757-1:2001, EN1727
• Heavy duty range for tough application.     
• Top quality electronic control system from Curtis.
• Powerful power pack and drive wheel are of high quality.

Capacity: 1500KG

Power Stacker

 Wa(mm) 1533 1533 1533 1548 1548
Net Weight (kg) 820 885 895 905 910

Model  CDW1516 CDW1524 CDW1529 CDW1531 CDW1533
Capacity (kg) 1500 1500 1500 1500 1500

(mm)
(mm)

Service  Free Battery

Motors

Front Roller
Rear Roller

Travelling
Lifting

Polyurethane, Tandem Ø78x70mm

200Ah/24V

1.2KW/24V
2.2KW/24V

Polyurethane,  Ø150x75mm
Polyurethane,  Ø250x80mm

240Ah/24VTraction Battery(option)

(mm)Drive Wheel

20A/24VBattery Charger

Lifting Height h3(mm) 1600 2450 2900 3100 3300
Min. Fork Height h(mm) 65 65 65 65 65
Load Centre C(mm) 500 500 500 500 500
 I(mm) 1000 1000 1000 1000 1000
 s(mm) 38 38 38 38 38 
 X2(mm) 200 200 200 200 200 
 Y(mm) 1283 1283 1283 1283 1283 
 L2(mm) 792 792 792 792 792
 L(mm) 1283 1283 1283 1283 1283
 B1(mm) 1197-1502 1197-1502 1197-1502 1197-1502 1197-1502
 B2(mm) 965-1270 965-1270 965-1270 965-1270 965-1270
 A(mm) 230-790 230-790 230-790 230-790 230-790
 N(mm) 100 100 100 100 100
 h1(mm) 2166 1876 2101 2201 2301
 h3(mm) 1600 2450 2900 3100 3300
 h4(mm) 2460 3310 3760 3960 4160
 B(mm) 940 940 940 1080 1080

15
58

86
6

X2
L2

L

h3h1

Wa
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A

l
C

G

S

h4
B

2 B
1B B

S

Y

with straddle leg
• Heavy duty design with top quality mast construction.
• Straddle leg design suitable for two faces or low pallet.
• Powerful drive wheel and power unit made in Europe
• Top quality electronic control system from Curtis.
• Conforms to EN1757-1:2001, EN1727.

Capacity: 1500KG

CDW1529
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Power Stacker

• Heavy duty design with top quality mast 
construction.

• Powerful drive wheel and power unit 
made in Europe.

• Top quality electronic control system from 
Curtis.

• Different voltage meter available on re-
quest.

• Different tiller available on request.
• Conforms to EN 1757-1:2001, EN1726.

CDK1545 with platform 480x450mm

Lifting height: 4.5m , 5.0m, 5.5m,6.0M

CDW1555

800kg

1500kg

21
75

m
m

25
00

m
m 45

00
m

m

14
25

m
m

90
0m

m

h3
=4

59
0m

m
h2

=5
37

5m
m

h=
90

m
m

h1
=2

17
5m

m
h4

L=2013mm
Y X

L2

C
I

Wa 1605

B
=1

08
0m

m

M
=5

60
m

mN

Q

S

new handle as option

CDF1545 without platform

Weight of the battery: 230 kg.

Capacity
Load Centre
Max. Fork Height
Lowered Fork Height

Fork Length
Fork Overall Width
Fork Individual Width
Travelling Speed(with & without load)
Lifting Speed(with & without load)
Lowering Speed(with & without load)
Motors Travelling

Front Roller, Tandem

Type

Rear Roller
Drive Wheel
Traction Battery

Turning Radius 

Full Free Lifting Leight

Lifting

Overall Dimensions

Net Weight

(N)

(h3)
(h)

(M)
(I)

(C)

(h4)

(Wa)

(without battery)

Model

Weight of Battery

(kg)
(mm)
(mm)
(mm)

(mm)
(mm)

(km/h)
(mm/s)
(mm/s)
(W/V)
(W/V)
(mm)

(mm)
(mm)

(mm)

(mm)

(mm)

(kg)

(mm)

(kg)
Battery Charger

Straddle LegsStraddle Legs

160
5.2/6.8
127/170
150/128
1200/24
3000/24
Ø78 x 70

Ø150 x 50
Ø250 x 80
240Ah/24V

2065
230

30A/24V

Platform
1500
600

90

1150
560

4500

1550

1035

2507x1080
x2175

CDK1545

1500
600

90

1000
200~950

4500

1550

1035

2507x1270
x2175

CDW1545
Platform

1500
600

90

1150
560

5000

1550

1250

2507x1080
x2342

CDK1550

1500
600

90

1000
200~950

5000

1550

1250

2507x1270
x2342

CDW1550

 200~950

2507x1270
x2342

Straddle Legs

680

Platform

CDK1555 CDW1555

10001150

1500
600

90
5500

1717

1500
600

90
5500

1717

1370 1370

2507x1080
x2342

Capacity: 1500KG
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Electric Reach Stacker
• Optional EPS Electric powered steering
• Driving motor DC is standard, and AC is option.
• Eelectromagnetic brake.
• Vertical driving wheel unit,powerful and reliable.
• Multi way valve controls lift,forward and tilt of forks.
• Small overall length allows stacking in a narrow aisle.
• Strong chassis bears long-term and heavy duty.
• CURTIS controller,MAHLE hydraulic motor.
• Traction batteries ensure continuous operation time.
• Battery charger diaplays charging status visually.

Model
CQD1025 CQD1030 CQD1045 CQD1050
CQD1525 CQD1530 CQD1545 CQD1550

Load capacity                Q (kg) 1000/1500
Load center                    C (mm) 450
Min. overall length         L1 (mm) 2010
Max. overall length         L2 (mm) 2560
Reach distance of masts  x (mm) 550
Overall width                 W (mm) 1060
Min. overall height         H1 (mm) 1800 2050 2050 2220
Fork dimension       L×b×m (mm) 920×100×35
Outside width of forks   D (mm) 240-700
Ground clearance            m1 (mm) 90
Base distance                          L0 (mm) 1280
Wheel material PU
Driving wheel size (mm) Ø230×80
Front wheel size (mm) Ø200×80
Min. steering radius       Wa (mm) 1510
Min. width of aisle (mm) 2500
Max. height of forks       H (mm) 2500 3000 4500 5000
max. overall height          H3 (mm) 3360    3860    5360    5860    

Fork tilt angle
forward   α (°) 2
backward β (°) 5

Max. travel speed (km/h) 5.5 
Gradeability(laden) (%) 5
Brake style Electromagnetic
Power of driving motor (kw) 1.5
Power of lift motor (kw) 2.2 3.0 
Power of steering motor (kw) 0.165 
Battery capacity/voltage (Ah/V) 240/24

Net weight with battery
(kg) 1720 1760 1910 1960
(kg) 1890 1930 2110 2160

80
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CQD1525

Capacity: 1000KG, 1500KG
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Counter Balance Stacker

Model CPD1525SB CPD1530SB CPD1535SB CPD1545SB CPD1550SB
Load capacity                   Q (kg) 1500
Load center                       C (mm) 450
Overall length                   L1 (mm) 2535
Overall width                   W (mm) 950
Min. overall height           H1 (mm) 1800 2050 2300 2050 2220
Fork dimension         L×b×m (mm) 920×100×35
Outside width of forks      D (mm) 240-580
Ground clearance             m1 (mm) 90
Base distance                             L0 (mm) 1250
Wheel material PU
Front wheel size (mm) Ø200×80
Driving wheel size (mm) Ø230×80
Min. steering radius         Wa (mm) 1480
Min. width of aisle   (mm) 2970
Max. height of forks         H (mm) 2500    3000    3500    4500    5000    
Max. overall height           H3 (mm) 3360 3860 4360 5360 5860
Fork angle tilt forward (°) 2

backward (°) 5
Max. travel speed (Km/h) 5.5 
Lift speed (laden/unladen) (mm/s) 100/135 135/175
Lower speed (laden/unladen) (mm/s) 325/220
Gradeability (%) 8
Brake type Electromagnetic
Power of driving motor (kw) 1.5
Power of lift motor (kw) 2.2 3.0 
Power of steering motor (kw) 0.165 
Battery capacity/voltage (Ah/V) 240/24
Net weight (with battery) (kg) 1780 1820 1860 1980 2030

• Optional EPS Electric powered steering
• Driving motor DC is standard, and AC is option.
• Eelectromagnetic brake.
• Vertical driving wheel unit,powerful and reliable.
• Multi way valve controls lift,forward and tilt of forks.
• Small overall length allows stacking in a narrow aisle.
• Strong chassis bears long-term and heavy duty.
• CURTIS controller,MAHLE hydraulic motor.
• Traction batteries ensure continuous operation time.
• Battery charger diaplays charging status visually.

CPD1525SB
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